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B 300 E. Mineral Ave., Suite 10

Littleton, CO 80122-2631
303/781-8211 303/781-1167 FaxEnvironmental Consultants

January 24, 2006

Fluid Minerals Group
Bureau of Land Management
Vemal Field Office
170 South 500 East
Vernal, Utah 84078

RE: Application for Permit to Drill-Dominion Exploration &Production, Inc.
RBU 13-17E: 613' FSL &813 FWL, SWl4 SWl4

Section 17, T10S, R19E, SLB&M,Uintah County, Utah

Dear Fluid MineralsGroup:

On behalf of Dominion Exploration & Production, Inc. (Dominion), Buys & Associates, Inc. respectfully
submits the enclosed originaland twocopies of the Application for Permit to Drill(APD)for the above
referenced BLMadministered well. Included withthe APD is the following supplemental information:

Exhibit "A" - Survey plats, layouts and photos of the proposed wellsite;

Exhibit "B" - Proposed location maps with access and utilitycorridors;

Exhibit "C" - Production site layout;

Exhibit "D" - DrillingPlan;

Exhibit "E" - Surface Use Plan;

Exhibit "F" - Typical BOP and Choke Manifold diagram.

Please accept this letter as Dominion's, written request for confidentialtreatmentof all information
contained in and pertaining to thisapplication.

Thank you very much for your timelyconsideration of thisapplication. Please feel free to contact myself
or Carla Christian of Dominion at 405-749-5263 if you have any questions or need additional information.

Sincerely,

Don Hamilton
Agent for Dominion JAN2 7 2006
cc: Diana Whitney, Division of Oil, Gas and Mining L

Carla Christian, Dominion DIV OF OlL, GAS & MINING
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Fenn3160-3 FORMAPPROVED
(February2005) OMBNo.100441137

ExpiresMarch31, 2007
UNITED STATES

DEPARTMENTOF THE [NTERIOR 5. LeaseSerialNa
U-03505

BUREAUOF LAND MANAGEMENT
APPLICATIONFOR PERMIT TO DRILL ORREENTER

6. If Indian,Alloteeor TribeName

N/A

O 7 IfUnitor CAAgreement,NameandNo.
la. Typeofwork: DRILL REENTER River Bend Unit

8. LeaseNameand We11No.
lb. Typeof Well: Oil Well GasWell Sge Zone Wüple Zone RBU 13-17E

1 NameafOperator 9. API Well
Dominion Exploration & Production, Inc.

3a. Address 14000 QuailSprings Parkway, Suite 600 3b PhoneNo.(incIratearea cok) 10 Fieldand
, orExploratory

Oklahoma City, OK 73134 405-749-5263 Natural Buttes

4. Locationof Well(Report loca#on clearly amiin«conimœ with wryStatemquema*) 3 9 , gggg 11.Sec.,T.R.M. or Blk.andSmveyor Area

Atsurface 613' FSL & 813 FWL, SW/4 SWl4 '/09.fÍ/ { Sec.17,TIOS,R19E,SLB&M
At proposedprod.zone 613' FSL & 813 FWL, SWl4 SW/4

14. Distanceinmilesanddirectionfromnearest townorpost añim* 12. Countyor Parish 13.State
12.41 miles southwest of Ouray, Utah Uintah UT

15 Distancefromproposed* 16 No.of acresinlease 17. SpacingUnitdedicatedtothiswell
localiantonearest
propertyor leaseline,ft
(Alsotonearest drig.unit line,if any) 613' 1,057.35 acres 40 acres

18 Distancefromproposedlocation* 19. ProposedDepth 20. BLM/BIABond No on file
tonearestwell, dulhng,completed,
appliedfor,onthis lease,ft 1,100' 8,625' 768 63050 0330

21. Elevations(Showwhether DF,KDB,RT,GL,etc.) 22 Approximatedateworkwill start* 23. Estimatedduration
4,964' GR 06/01/2006 14 days

24. Attachments
Thefollowing,completed inaccordance with therequirements of OnshoreOilandGasOrderNo.1,must beattachedtothisform:

1. Wellplatcertified byaregistered surveyor. 4. Bondto cover the operations unless covered by an existingbondon file(see

2 ADriningPlan Item20above).

3. A SurfaceUse Plan(if the locationis on NationalForestSystemLands,the 5. Operatorcertification
SUPO must be filedwith theappropriate ForestServiceOffice). 6. Suchother sitespecific informationand/or plansas mayberequired bythe

BLM.

25. Signature Name(Pnnted¶ped) Date
Don Hamilton 01/24/2006

Title
Agent to

ved Name(Printed¶ped) Date

BRAD.EYG.HILL U SD-fX;
Title ENVIRONMPWALSCIENTISTIII

Applicationapproval doedt or certifythatthe applicantholdslegalorequitable titletothoserightsinthesubjectleasewhichwouldentitletheapplicantto
condoct operationsthereon.
Conditionsofapproval, if any,areattached.

Title18U.S.C.Section1001andTitle43 US.C.Section1212,make it a crime forany personknowin andwillfullytomake to any departmentor agencyof the United
Statesany false,fictitiousor fraudulentstatementsor representationsas to any matterwithinitsjuri etion

*(Instructions on page 2)

DIV OF OIL, GAS & MINING



DOMINION EXPLR. & PROD., INC.T10S, Ri9E, S.L.B.&M. Well location, RBU #13-17E, located as shown
Sec. 8 in the SW 1/4 SW 1/4 of Section 17, T10S,Sec. 7 R19E, S.L.B.&M. Uintah County Utah.

BASIS OF ELEVATIONS8 '35'W - 2640.00' (G.L.O.) S89°J9'14"W
- 2639.67' (Meas.)

SPOT ELEVATIONAT THE SOUTHWESTCORNEROF SECTION792.00 G.LO• 56 ss op 5 9 s Cap 20, TTOS,R20E, S.L.B.&M. TAKENFROMTHE BIG PACK
or stones or stone, MTN.NW QUADRANGLE,UTAH,UINTAHCOUNTY,7.5 MINUTEQUAD.(TOPOGRAPHICMAP) PUBLISHED BY THE UNITED

STATESDEPARTMENTOF THE INTERIOR,GEOLOGICAL
SURVEY.SAIDELEVATIONIS MARKEDAS BEING5251
FEET. BASIS OF BEARINGS

BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

N

1956 Bros, cop o.s gi¢, pg, o o - o1.2' High, Mound
of Stonesof Stones

SCALE

CERTIFICATE
THIS IS TO CERTIFYTHAT THEAB WAS4R FROM
FIELD NOTES OF ACTUALSURVE Y E dR Y
SUPERVISIONAND TNATTHESAME .'IRUE AND COAR THE
BEST OF MY KNOWLEDGEAND

RBU F J--17E
GISTERED $URVEYOR

81 Elev. Ungraded Ground = 4964
RE T T10NNO. 161 1

1956 Brass Cap STA P UTAÑ
1956 Brass Cap 0.7' H/gh, Large

Ãf.$$tí°.?
's¾= ~

UDruH ENGINEERING & SURVEYING
tsse Brass co, SB936'08"W - 2676.12' (Meas.) SB938'05"W - 2652.26' (Meas.) 86 SOUTH 200 RAST - VERNALUTAH 84078g, " """""

(NAD 83) (435) 789-1017
LEGEND: LATlTUDE= 39°56'29.46" (39.941517) SCALE DATESURVEYED: DATEDRAWN:

LONGITUDE= 109°48'47.23" (109.813119) 1 = 1000' 03-14-05 03-17-05=
90° SYMBOL PARTY REFERENCES(NAD 27) M.A. C.R. D.R.B. G.L.O. PLATO = PROPOSED WELLHEAD· LATlTUDE= 39°56'29.59" (39.941553) WEATHER FILEA = SECTIONCORNERSLOCATED. LONGITUDE= 109°48'44.72" (109.812422) cooL DOMINIONEXPLR.& PROD.,
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DRILLING PLAN

APPROVAL OF OPERATIONS

Attachment for Permit to Drill

Name of Operator: Dominion Exploration & Production
Address: 14000QuailSprings Parkway, Suite 600

Oklahoma City, OK 73134
Well Location: RBU 13-17E

613' FSL & 813' FWL
Section 17-10S-19E

Uintah County, UT

1. GEOLOGIC SURFACE FORMATION Uintah

2. ESTIMATED DEPTHS OF IMPORTANT GEOLOGIC MARKERS

Formation Death

Wasatch Tongue 4,000'
Uteland Limestone 4,360'
Wasatch 4,510'
Chapita Wells 5,500'
Uteland Buttes 6,760'
Mesaverde 7,680'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER. OIL, GAS OR MINERALS

Formation Depth Typ_e

Wasatch Tongue 4,000' Oil
Uteland Limestone 4,360' Oil
Wasatch 4,510' Gas
Chapita Wells 5,500' Gas
Uteland Buttes 6,760' Gas
Mesaverde 7,680' Gas

4. PROPOSED CASING PROGRAM

All casing used to drill this well will be new casing.

Ïyp_e _Size Weight Grade M Tog Bottom Hole

Surface 8-5/8" 32.0 ppf J-55 STC O' 2,000' 12-1/4"
Production 5-1/2" 17.0 ppf MAV-80 LTC 0' 8,625' 7-7/8"

Note: The drilled depth of the surface hole and the setting depth of the surface casing may vary from 1,700' to 2,000'.
Should a lost circulation zone be encountered while drilling, casing will be set approximately 300' below the lost
circulation zone. If no lost circulation zone is encountered, casing to be set at 2,000'±,

5. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL
Surface hole: No BOPE will be utilized. Air foam mist, rotating head and diverter system will be utilized.
Production hole: Prior to drilling out the surface casing shoe, 3,000 psi or greater BOP equipment will be installed. The
pipe rams will be operated at least once per day from intermediate casing to total depth. The blind rams will be tested once
per day from intermediate casing to total depth if operations permit.
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DRILLING PLAN

APPROVAL OF OPERATIONS

A diagram of the planned BOP equipment for normal drilling operations in this area is attached. As denoted there will be
two valves and one check valve on the kill line, two valves on the choke line, and two adjustable chokes on the manifold
system. The BOP "stack" will consist of two BOP rams (1 pipe, 1 blind) and one annular type preventer, all rated to a
minimum of 3,000 psi working pressure.

The BOP equipment will be pressure tested prior to drilling below the intermediate casing shoe. All test pressures will be
maintained for fifteen (15) minutes without any significant pressure decrease. Clear water will be circulated into the BOP
stack and lines prior to pressure testing. The following test pressures will be used as a minimum for various equipment
items.

1. Annular BOP 1,500 psi
2. Ram type BOP 3,000 psi
3. Kill line valves 3,000 psi
4. Choke line valves and choke manifold valves 3,000 psi
5. Chokes 3,000 psi
6. Casing, casinghead & weld 1,500 psi
7. Upper kelly cock and safety valve 3,000 psi
8. Dart valve 3,000 psi

6. MUD SYSTEMS
• An air or an air/mist system may be used to drill to drill the surface hole until water influx becomes too great.
• KCL mud system will be used to drill well.

Depths Mud Weight (ppd Mud System
O' - 2,000' 8.4 Air foam mist, rotating head and diverter

2,000' - 8,625' 8.6 Fresh water/2% KCL/KCL mud system

7. BLOOIE LINE
• An automatic igniter will not be installed on blooie line. The blooie will have a contant ignition source.
• A "target tee" connection will be installed on blooie line for 90° change of directions for abrasion resistance.
• "Target tee" connections will be a minimum of 50' from wellhead.
• The blooie line discharge will be a minimum of 100' from the wellhead.

8. AUXILIARY EQUIPMENT TO BE USED
a. Kelly cock.
b. Full opening valve with drill pipe connection will be kept on floor. Valve will be used when the kelly is not in string.

9. TESTING. LOGGING, AND CORING PROGRAMS TO BE FOLLOWED
• A drillstem test in the Wasatch Tongue is possible.
• One electric line wire-log will be run from total depth to surface casing.
• The gamma ray will be left on to record from total depth to surface casing.
• Other log curves (resistivities, porosity, and caliper) will record from total depth to surface casing.
• A dipmeter, percussion cores, or rotary cores may be run over selected intervals.

10. ANTICIPATED ABNORMAL PRESSURES OR TEMPERATURES EXPECTED
• Expected BHP 1,500-2,000 psi (lower than normal pressure gradient).
• No abnormal temperature or pressures are anticipated.
• The formations to be penetrated do not contain known H2S gas.

11. WATER SUPPLY
• No water pipelines will be laid for this well.
• No water well will be drilled for this well.
• Drilling water for this will be hauled on the road(s) shown in Attachment No. 3.
• Water will be hauled from: Water Permit # 43-10447 Section 9, Township 8 South, Range 20 East
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DRILLING PLAN

APPROVAL OF OPERATIONS

12. CEMENT SYSTEMS

a. Surface Cement:
• Drill 12-1/4" hole to 2,000'±, run and cement 8-5/8" to surface (depth to vary based on depth of lost circulation

zone).
• Pump 20 bbls lightly weighted water spacer followed by 5 bbls fresh water. Displace with any available water.
• Casing to be run with: a) guide shoe b) insert float c) three (3) centralizers, one on each of first 3 joints d) stop ring

for plug two joints off bottom e) bottom three jointsthread locked f) pump jobwith bottom plug only.
• Cement the casing annulus to surface. Top out jobs to be performed if needed. Depending to depth of top of

cement in the annulus, a 1" tubing string may or may not be utilized.
Bol_e Cement

T_yge Saçkg Interval Density Yiel_d Volume Volume
Lead 219 O'-1,500' 11.0 ppg 3.82 CFS 619 CF 836 CF
Tail 236 1,500'-2,000' 15.6 ppg 1.18 CFS 206 CF 279 CF

Top Out 100 O'-200' 15.6 ppg 1.18 CFS 87 CF l18 CF

Surface design volumes based on 35% excess of gauge hole.

Lead Mix: Halliburton Premium Plus V blend. Blend includes Class "G" cement, gel, salt, gilsonite.
Slurry yield: 3.82 ef/sack Slurry weight: 11.00#/gal.
Water requirement: 22.95 gal/sack

Tail Mix: Class "G" Cement, 1/4 lb/sk Cellophane Flakes + 2% bwoc Calcium Chloride + 44.3% fresh water.
Slurry yield: 1.18 cf/sack Slurry weight: 15.60 #/gal.
Water requirement: 5.2 gallsack

Top Out: Class "G" Cement, 1/4 lb/sk Cellophane Flakes + 2% bwoc Calcium Chloride + 44.3% fresh water.
Slurry yield: 1.18 ef/sack Slurry weight: 15.60#/gal.
Water requirement: 5.2 gal/sack

c. Production Casing Cement:
• Drill 7-7/8" hole to 8,625'±, run and cement 5 1/2".
• Pump 20 bbl Mud Clean H unweighted spacer, followed by 20 Bbls fresh H20 spacer.
• Displace with 2% KCL.

Ilole Cement
Type Sacks Interval Density Yield Volume Volume
Lead 60 3,710'-4,510' 11.5 ppg 3.12 CFS 139 CF 187 CF
Tail 540 4,5l0'-8,625' 13.0 ppg 1.75 CFS 700 CF 945 CF

Production design volumes are estimates based on 35% excess of gauge hole. Actual volumes will be calculated from
caliper log to bring lead cement to 800' above top of Wasatch + 15% excess, and tail cement to top of Wasatch + 15%
excess.

Lead Mix: Halliburton Prem Plus V blend. Blend includes Class "C" cement, gel, salt, gilsonite, EX-1 and HR-7.
Slurry yield: 3.12 cf/sack Slurry weight: 11.60 #/gal.
Water requirement: 17.71 gal/sack
Compressives @130°F: 157 psi after 24 hours

Tail Mix: Halliburton HLC blend (Prem Plus VIJB flyash). Blend includes Class "G" cement, KCl, EX-1, Halad 322,
& HR-5.
Slurry yield: 1.75 cf/sack Slurry weight: 13.00 #/gal.
Water requirement: 9.09 gal/sack
Compressives @165°F: 905 psi after 24 hours

13. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS
Starting Date: June 1, 2006
Duration: 14 Days
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SURFACE USE PLAN

CONDITIONS OF APPROVAL

Attachment for Permit to Drill

Name of Operator: Dominion Exploration & Production
Address: 14000 QuailSprings Parkway, Suite 600

Oklahoma City, OK 73134
We11Location: RBU 13-17E

613' FSL & 813' FWL
Section 17-10S-19E
Uintah County, UT

The dirt contractor will be provided with an approved copy of the surfàce use plan of operations
before initiating construction.

The BLM onsite inspection for the referenced well was conducted on Wednesday, December 14, 2005 at
approximately 1:30 pm. In attendance at the onsite inspection were the following individuals:

Karl Wright Nat. Res. Prot. Spec. Bureau of Land Management - Vernal
Todd McGrath Wildlife Biologist Bureau of Land Management - Vernal
Ken Secrest Field Foreman Dominion E & P, Inc.
Brandon Bowthorpe Surveyor Uintah Engineering & Land Surveying
Jonathan Karran Surveyor's Helper Uintah Engineering & Land Surveying
Randy Jackson Foreman Jackson Construction
Billy McClure Foreman La Rose Construction
Don Hamilton Agent Buys & Associates, Inc.

1. Existina Roads:

a. The proposed well site is located approximately 12.41 miles southwest of Ouray, UT.

b. Directions to the proposed well site have been attached at the end of Exhibit B.

c. The use of roads under State and County Road Department maintenance are necessary to
access the River Bend Unit. However, an encroachment permit is not anticipated since no
upgrades to the State or County Road system are proposed at this time.

d. All existing roads will be maintained and kept in good repair during all phases of operation.

e. Vehicle operators will obey posted speed restrictions and observe safespeedscommensurate
with road and weather conditions.

f. Since no improvements are anticipated to the State, County, Tribal or BLM access roads no
topsoil striping will occur.

g. An off-lease federal right-of-way is not anticipated for the access road or utility corridor
since both are located within the existing River Bend Unit
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2. Planned Access Roads:

a. From the existing RBU 15-17EX access road an access is proposed trending west
approximately 0.35 miles to the proposed well site. The access consists of existing bladed
disturbance and crosses no significant drainages.

b. A road design plan is not anticipated at this time.

c. The proposed access road will consist of a 24' travel surface within a 30' disturbed area
across BLM lands.

d. BLM approval to construct and utilize the proposed access road is requested with this
application.

e. A maximumgrade of 10%will be maintained throughout the project withminor cutsand fills
required to access the well.

f. No turnouts are proposed since the access road is only 0.35 miles long and adequate site
distance exists in all directions.

g. No low water crossings and no culverts are anticipated. Adequate drainage structureswill be
incorporated into the road.

h. No surfacing material will come from federal or Indian lands.

i. No gates or cattle guards are anticipated at this time.

j. Surface disturbance and vehicular travel will be limited to the approved locationaccess road.

k. All access roads and surface disturbing activities will conform to the standardsoutlined in the
Bureau of Land Management and Forest Service publication: Surface Operating Standards
for Oil and Gas Exploration and Development, (1989).

l. The operator will be responsible for all maintenance of the access road including drainage
structures.

3. Location of Existing Wells:

a. Exhibit B has a map reflecting these wells within a one mile radius of the proposed well.

4. Location of Production Facilities:

a. All permanent structures will be painted a flat, non-reflective Desert Brown to match the
standard environmental colors. All facilities will be painted within six months of installation.
Facilities required to comply with the Occupational Safety and Health Act (OSHA) may be
excluded.

b. Site security guidelines identified in 43 CFR 3163.7-5 and Onshore Oil and Gas OrderNo. 3
will be adhered to.

c. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shallcomply
with the provisions of43 CFR 3162. 7-3, Onshore Oil and Gas Order No. 5, and American
Gas Association (AGA) Report No.
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d. A tank battery will be constructed on this lease, it will be surrounded by a dike of sufficient
capacity to contain the storage capacity of the largest tank. All loading lines and valves will
be placed inside the berm surrounding the tank battery. All liquid hydrocarbons production
and measurement shall conform to the provisions of43 CFR 3162.7-3 and Onshore Oil and
Gas Order No. 4 and Onshore Oil and Gas Order No. 5 for natural gas production and
measurement.

e. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

f. All access roads will be maintained as necessary to prevent erosion and accommodate year-
round traffic. The road will be maintained in a safe useable condition.

g. The site will require periodic maintenance to ensure that drainages are kept open and free of
debris, ice, and snow, and that surfàces are properly treated to reduce erosion, fugitive dust,
and impacts to adjacent areas.

h. A gas pipeline is associated with this application and is being applied for at this time. The
proposed gas pipeline corridor will leave the east side of the well site and traverse 2,500' east
to the existing pipeline corridor that services the RBU 15-17EX. The pipeline crosses
entirely BLM surface.

i. The new gas pipeline will be a 6" or less steel surface line within a 20' wide utility corridor.
The use of the proposed well site and access roads will facilitate the staging of the pipeline
construction. A new pipeline length of approximately 2,500' is associated with this well.

j. Dominion intends on installing the pipeline on the surfàce by welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass to
join the long lengths together. Dominion intends on connecting the pipeline togetherutilizing
conventional welding technology.

5. Location and Type of Water Supplv:

a. The location and type of water supply has been addressed as number 11 within the previous
drilling plan information.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from Ute Tribal or BLM lands.

c. If any gravel is used, it will be obtained from a state approved gravel pit.

7. Methods of Handline Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

b. Drill cuttings will be contained and buried on site.

c. The reserve pit will be located outboard of the location and along the south side of the
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d. The reserve pit will be constructed so as not to leak, break, or allow any discharge.

e. The reserve pit will be lined with 12 mil minimum thickness plastic nylon reinforced liner
material. The liner will overlay a felt liner pad only if rock is encountered duringexcavation.
The pit liner will overlap the pit walls and be covered with dirt and/or rocks to hold it in
place. No trash, scrap pipe, etc., that could puncture the liner will be disposed of in the pit.
Pit walls will be sloped no greater than 2:1. A minimum 2-foot freeboard will be maintained
in the pit at all times during the drilling and completion operation.

f. The reserve pit has been located in cut material. Three sides of the reserve pit will be fenced
before drilling starts. The fourth side will be fenced as soon as drilling is completed, and
shall remain until the pit is dry. After the reserve pit has dried, all areas not needed for
production will be rehabilitated.

g. No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount
greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling, testing, or completion of the well. Furthermore, no
extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities,
will be used, produced, stored, transported, or disposed of in association with the drilling,
testing, or completion of the well.

h. Trash will be contained in a trash cage and hauled away to an approved disposal site as
necessary but no later than at the completion of drilling operations. The contents of the trash
container will be hauled off periodically to the approved Uintah CountyLandfill near Vernal,
Utah.

i. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water or
other produced fluids will be cleaned up and removed.

j. After initial clean-up, a 400 bbl tank will be installed to contain produced waste water. This
water will be transported from the tank to an approved Dominion disposal well for disposal.

k. Produced water from the production well will be disposed of at the RBU 13-11F or
RBU 16-19F disposal wells in accordance with Onshore Order #7.

1. Any salts and/or chemicals, which are an integral part of the drilling system, will be disposed
of in the same manner as the drilling fluid.

m. Sanitary facilities will be on site at all times during operations. Sewage will be placed in a
portable chemical toilet and the toilet replaced periodically utilizing a licensed contractor to
transport by truck the portable chemical toilet so that its contents can be delivered to the
Vernal Wastewater Treatment Facility in accordance with state and county regulations.

8. Ancillary Facilities:

a. Garbage Containers and Portable Toilets are the only ancillary facilities proposed in this
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9. Well Site Lavout: (See Exhibit B)

a. The well will be properly identified in accordance with 43 CFR 3162.6.

b. Access to the well pad will be from the east.

c. The pad and road designs are consistent with BLM specification

d. A pre-construction meeting with responsible company representative, contractors, and the
Ute Tribe will be conducted at the project site prior to commencement of surface-disturbing
activities. The pad and road will be construction-staked prior to this meeting.

e. The pad has been staked at its maximum size of 355' X 200'; however it will be constructed
smaller if possible, depending upon rig availability. Should the layout change, this
application will be amended and approved utilizing a sundry notice.

f. All surface disturbing activities, will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in the
approved plans.

g. All cut and fill slopes will be such that stability can be maintained for the life ofthe activity.

h. Diversion ditches will be constructed as shown around the well site to prevent surface waters
form entering the well site area.

i. The site surface will be graded to drain away from the pit to avoid pit spillage during large
storm events.

j. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow on
the uphill side of the location to prevent any possible contamination. All topsoil will be
stockpiled for reclamation in such a way as to prevent soil loss and contamination.

k. Pits will remain fenced until site cleanup.

1. The blooie line will be located at least 100 feet from the well head.

m. Water injection may be implemented if necessary to minimize the amount of fugitive dust.

10. Plans for Restoration of the Surface:

a. Site reclamation for a producing well will be accomplished for portions of the site not
required for the continued operation of the well.

b. The Operator will control noxious weeds along access road use authorizations, pipeline route
authorizations, well sites, or other applicable facilitiesby spraying or mechanicalremoval. A
list of noxious weeds may be obtained from the BLM or the appropriate County Extension
Office. On BLM administered land, it is required that a Pesticide Use Proposalbe submitted
and approved prior to the application of herbicides, pesticides or possibly hazardous
chemicals.

c. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with 43
CFR 3162.7-1.Once the reserve pit is dry, the plastic nylon reinforced liner shall be torn and
perforated before backfilling of the reserve pit. The reserve pit and that portion of
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location not needed for production facilitiesloperations will be recontoured to the
approximate natural contours.

d. The cut and fill slopes and all other disturbed areas not needed for the production operation
will be top soiled and re-vegetated. The stockpiled topsoil will be evenly distributedover the
disturbed area.

e. Prior to reseeding the site, all disturbed areas, including the access road, will be scarified and
left with a rough surface. The site will then be seeded and/or planted as prescribed by the
BLM. The BLM recommended seed mix will be detailed within their approval documents.

11. Surface and Mineral Ownership:

a. Surface Ownership -Federal under the management of the Bureau of Land Management - Vernal
Field Office, 170 South 500 East, Vernal, Utah 84078; 435-781-4400.

b. Mineral Ownership - Federal under the management of the Bureau of Land Management - Vernal
Field Office, 170 South 500 East, Vernal, Utah 84078; 435-781-4400.

12. Other Information:

a. AIA Archaeological has conducted a Class III archeological survey. A copyofthe report has
been submitted under separate cover to the appropriate agencies by AIA Archaeological.

b. Alden Hamblin has conducted a paleontological survey. A copy of the report has been
submitted under separate cover to the appropriate agencies by Alden Hamblin.

c. Our understanding of the results of the onsite inspection are:

a. No Threatened and Endangered flora and fauna species were found during the onsite
inspection.

b. No drainage crossings that require additional State or Federal approval are being
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13. Operator's Representative and Certification

Title Name Office Phone
Company Representative (Roosevelt) Ken Secrest 1-435-722-4521

Company Representative (Oklahoma) Carla Christian 1-405-749-5263

Agent for Dominion Don Hamilton 1-435-637-4075

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drill site and access route; that I am familiar with the conditions which currently exists; that
the statements made in this APD package are, to the best of my knowledge, true and correct;
and that the work associated with the operations proposed herein will be performed by
Dominion Exploration & Production, Inc. and its contractors and subcontractors in
conformity with this APD package and the terms and conditions under which it is approved. I
also certify responsibility for the operations conducted on that portion of the leased lands
associated with this application, with bond coverage being providedunderDominion's BLM
bond. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Signature: a .,
Date: | ·· Â6
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DOMINION EXPLR. & PROD., INC.
RBU #13-17E

SECTION 17, T10S, R19E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE
HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN A
SOUTHERLY, THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 9.1
MILES ON THE SEEP RIDGE ROAD TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTH; TURN RIGHT AND PROCEED IN A
SOUTHERLY DIRECTION APPROXIMATELY 2.8 MILES TO THE JUNCTION OF
THIS ROAD AND AN EXISTING ROAD TO THE WEST; TURN RIGHT AND
PROCEED IN A WESTERLY, THEN SOUTHWESTERLY DIRECTION
APPROXIMATELY 0.5 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE NORTH; TURN RIGHT AND PROCEED IN A
NORTHERLY, THEN SOUTHWESTERLY DIRECTION APPROXIMATELY 2.8
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
NORTHWEST; TURN RIGHT AND PROCEED IN A NORTHWESTERLY
DIRECTION APPROXIMATELY 2.1 MILES TO THE JUNCTION OF THIS ROAD
AND AN EXISTING ROAD TO THE NORTH; TURN RIGHT AND PROCEED IN A
NORTHERLY, THEN NORTHWESTERLY, THEN SOUTHWESTERLY DIRECTION
APPROXIMATELY 3.3 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTHEAST; TURN LEFT AND PROCEED IN A
SOUTHEASTERLY, THEN SOUTHERLY DIRECTION APPROXIMATELY 1.4
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
NORTHWEST; TURN RIGHT AND PROCEED IN A NORTHWESTERLY
DIRECTÎON APPROXIMATELY 2.4 MILES TO THE JUNCTION OF THIS ROAD
AND AN EXISTING TWO-TRACK ROAD TO THE NORTHWEST; TURN LEFT
AND PROCEED IN A NORTHWESTERLY, THEN SOUTHWESTELRY DIRECTION
APPROXIMATELY 0.35 MILES TO THE BEGINNING OF THE PROPOSED
ACCESS TO THE NORTHWEST; FOLLOW ROAD FLAGS IN A
NORTHWESTERLY DIRECTION APPROXIMATELY 300' TO THE PROPOSED
LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 55.8
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/27/2006 API NO. ASSIGNED: 43-047-37650

WELL NAME: RBU 13-17E

OPERATOR: DOMINION EXPL & PROD ( N1095 ) PHONE NUMBER: 435-650-1886

CONTACT: DON HAMILTON

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSW 17 100S 190E

Tech Review Initials Date
SURFACE: 0613 FSL 0813 FWL
BOTTOM: 0613 FSL 0813 FWL Engineering

COUNTY: UINTAH
Geology

LATITUDE: 39.94023 LONGITUDE: -109.8115

UTM SURF EASTINGS:601547 NORTHINGS:4421590 Surface

FIELD NAME: NATURAL BUTTES ( 630 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: U-03505 PROPOSED FORMATION: MVRD
SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v/ Plat R649-2-3.

r Bond:Fed[1] Ind[] Sta[] Fee[]
Unit: RIVER BEND

JR>. 768630500330 )
Potash (Y/N) /' R649-3-2. General

IQ Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

\/' Water Permit R649-3-3. Exception
(No.43-10447 )

I Drilling Unit
RDCC Review (Y/N)

(Date: ) Board Cause No:
Eff Date:

10 Fee Surf Agreement (Y/N) Siting:

il Intent to Commingle (Y/N)
,R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:
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SPACING: R649-3-2/ GENERAL SITING Wells Status
GG SN RAC11GOEN Utah OilGas and Mining
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PPOIL WATERSUPPLY PREPARED BY DIANA WHITNEY
SECONDARY WATER DISPOSAL DATE: 27-JANUARY-2006
TERMINATED .



Diana Whitney - River Be

United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

January 27, 2006

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2006 Plan of Development River Bend Unit Uintah County,
Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and Mining, and Mickey
Coulthard, Utah State Office, Bureau of Land Management, the followingwells are
planned for calendar year 2006 within the River Bend Unit, Uintah County, Utah.

API# WELLNAME LOCATION

(Proposed PZ MesaVerde)

43-047-37648 RBU 6-4E Sec 04 T10S R19E 1999 FNL 2532 FEL
43-047-37649 RBU 12-17E Sec 17 T10S R19E 1690 FSL 0890 FWL
43-047-37650 RBU 13-17E Sec 17 T10S R19E 0613 FSL 0813 FWL
43-047-37651 RBU 6-23E Sec 23 T10S R19E 2288 FNL 1847 FWL
43-047-37652 RBU 7-16F Sec 16 T10S R20E 1474 FNL 1999 FEL

This office has no objection to permitting the wells at thistime.

Is/ Michael L. Coulthard

bcc: File - River Bend Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec.



O O
JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
•• Lieutenant Governor

State of Utah
January 30, 2006

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director

Dominion Exploration & Production, Inc.
Division of 14000 QuailSprings Parkway, Suite 600

Oil, Gas & Mining Oklahoma City, OK 73134
JOHN R. BAZA
Division Director

Re: River Bend Unit 13-17E Well, 613' FSL, 813' FWL, SW SW, Sec. 17,
T. 10 South, R. 19East, Uintah County, Utah

Gentlemen:

Pursuant to theprovisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill thereferenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-37650.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal District Office

1594 WestNorthTemple, Suite 1210, PO Box 145801, SaltLakeCity,UT 84114-5801
telephone (801)538-5340•facsimile (801) 359-3940•TTY (801) 538-7458
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Operator: Dominion Exploration & Production, Inc.
Well Name & Number River Bend Unit 13-17E

API Number: 43-047-37650
Lease: U-03505

Location: SW SW Sec. 17 T. 10 South R. 19 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable termsand provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact CarolDaniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Fotm 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established throughan order of theBoard of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom,as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



Fotm 3160-5
(August, 1999) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: November 30, 2000
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-03505
Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals.
7. If Unit or CA/Agreement, Name and/or No.

l. Type of Well River Bend Unit
il Well Gas Well ther 8. Well Name and No.

2. Name of Operator RBU 13-17E
9. API Well No.

Dominion Exploration & Production, Inc.
3a. Address 3b. Phone No. (include area code) 43-047-37650

14000 Quail Springs Pkwy, Ste 600, OKC, OK 73134 | (405) 749-5237 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Natural Buttes

613' FSL & 813' FWL, SW SW, Sec. 17-108-19E 11. County or Parish, State

Uintah, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Altering Casing Fracture Treat Reclamation Well Integrity

O Subsequent Report Casing Repair New Construction Recomplete Other

Change Plans Plug and Abandon Temporarily Abandon APD Extension

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Procosed or Comoleted Ooeration (clearlv state all certinent details, includina estimated startina date of anv Drocosed work and aooroximate duration thereof
If the procosal is to deeoen directionallv or recomolete horizontallv. give subsurface locations and measured and true vertical deoths of all certinent markers and zones.
Attach the Bond underwhich the work will be Derformed or Drovide the Bond No. on file with BLM/BIA. Reguired subseauent reoorts shall be filed within 30 davs
following completion of the involved oDerations. If the ooeration results in a multiolecomoletion or recomoletion in a new interval, a Form 3160-4 shall be filed once
testina has been comoleted. Final Abandonment Notices shall be filedonlv after all reauirements, including reclamation, have been completed and the ooerator has

determined thatthe site is readv for final inspection.)

The state APD for this well expires January 30, 2007. Dgg 090IOMayyt½uestinga one year extension.
UtahDivisionof

Oil,Gas and Mining

By:
14. I hereby certify that the foregoing is true and correct

Name (Printed/Typed)

Barbara Lester Title Regulatory Specialist

Signature Date 12/21/2006

Approved by Title Date

Conditions of aooroval. if anv. are attached. Acoroval of this notice does not warrant or
certifv that the acolicant holds legal or eauitable title to those riahts in the subiect lease Office
which would entitle the acolicant to conduct ooerations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, makes it a crime for any person knowinglyand willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

RECEIVED
DEC27 2006

DN.0FOIL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: 43-047-37650

Well Name: RBU 13-17E

Location: 613' FSL & 813' FWL, Sec. 17-10S-19E

Company Permit Issued to: Dominion Exploration & Production, Inc.

Date Original Permit Issued: 1/30/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O NoO

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO NoO

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No IZl

Has the approved source of water for drillingchanged? YesO Nom

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers this proposed well? Yes2NoO

12/21/2006

ture Date

Title: Regulatory Specialist

Representing: Dominion Exploration & Production, Inc.

RECEIVED
DEC2 72006

DN.OFOIL,GAS&



2M58 reehieß
5

ad

Env i ronment a I Consult a nts
435/719-2018 435/719-2019 Fax

May 18, 2007

Jerry Kenczka
Bureau of Land Management
170 South 500 East
Vemal, Utah 84078

RE: Request for Exception to NSO Lease Stipulation -UTU-03505
Dominion Exploration & Production, Inc. - RBU 13-17E

Dear Mr Kenczka:

On behalf of Dominion Exploration&Production, Inc. (Dominion), Buys &Associates, Inc.
respectfully submits this request for Exception to the NSO Lease Stipulation for federal lease
UTU-3505 with regards to the future approval of the RBU 13-17E proposed well. An exception
has become necessary to access portions of the lease that are not accessible otherwise
utilizingcurrent directional drillingtechnologybecause of NSO lease stipulations. Followingthe
earlier retum of our submitted federal APD, a meeting with you and your staff and an onsite
with your surface review team has been completed at your direction, both yielding a favorable
BLM opinion to constructing and drilling the wells where previously submitted with visual
mitigation measures and a minor well relocation change being requested.

By minimizingand staining cut and fillslopes, relocating the proposed well site and utilizinglow-
profile equipment your staff felt that the proposed RBU 13-17E project would not negatively
impact the viewshed of the Green River. Following please find a map reflecting the NSO lease
stipulation area (greenshaded area,) the area within ½ mile of the river (hatched area) and
areas withinthe viewshed of the river (red shaded area). The map reflects that the area
proposed for the RBU 12-17E wellsite is in the area of NSO but outsidethe viewshed of the
river and outside of the ½ mile river buffer. Also attached is our federal APD reflecting the new
location for the well site requested by your staff.

We feel than an exception for this location should be considered and have previously agreed to
additional mitigation measures that would allowthe well to be drilled within the NSO area.
Furthermore, we feel that a creative approach to the development of this lease area could have
mutual benefits to the BLM and Dominion while achieving the underlying goals of recent
nationwide energy initiatives.

Thank you for your timelyconsideration of this request. Please feel free to contact myself or
Mr. Ken Secrest of Dominion at 435-722-4521 should you have any questions or need
additional information.

Sincerely,

Don Hamilton
Agent for Dominion
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Dominion Exploration & Production, Inc.
River Bend Unit #13-17E : A Cultural

Resource Inventory for a well
its access and pipeline,

Uintah County, Utah.

By
Cody C. Newton

And
James A. Truesdale

James A. Truesdale
Principal Investigator

Prepared For
Dominion Exploration & Production, Inc.

1400 State Street
P.O. Box 1360

Roosevelt, Utah
84066

Prepared By
AN INDEPENDENT ARCHAEOLOGIST

P.O.Box 153
Laramie , Wyoming

82073

Utah Project # U-04-AY-950 (b)

April 20,
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Introdnetien

An Independent Archaeologist (AIA) was contacted by a
representative of Dominion Exploration & Production, Inc., to
conduct a cultural resources investigation of the proposed River
Bend Unit #13-17E well, its access and pipeline. The location of
the project area is the SW/SW 1/4 of Section 17, T108, R19E Uintah
County, Utah (Figure 1).

The proposed well's centerstake footage (Alternate #1) is
612' FSL, 813' FWL. The proposed well's centerstake Universal
Transverse Mercator (UTM) centroid coordinate is Zone 12 , North
American Datum (NAD) 83, 06/01/398.70 mE 44/21/940.08 mN ± 5m.

From an existing oil and gas £ield service road, the proposed
access amd pipeline trend east 1700 feet (518.2 m) to the proposed
RBU #13-17E well pad following an existing two-track. The
proposed access and pipeline parallel each other to the proposed
well pad.

The land is administered by the United States , Utah Bureau of
Land Management, Vernal District Office, Book Cliffs Resource
Area. A total of 17.80 acres (10 block, 7.80 linear) was
surveyed. The fieldwork was conducted on April 15, 2005 by AIA
archaeologists James Truesdale and Cody Newton. All the field
notes and maps are located in the AIA office in Laramie, Wyoming.

File Segrch

A file search was conducted by the Office of the Utah
Division of State History (UDSH) , Antiquities section, Records
Division on September 14, 2004. An additional file search was
conducted at the Vernal BLM office in September of 2004 by the
authors . An update of AIA' s USGS 7 . 5 ' /1985 Moon Bottom quadrangle
map from the UDSH ' s Moon Bottom quadrangle base map occurred on
November 8, 2003 and again on February 3, 2004. No projects
and/or cultural materials (sites, isolates) have been previously
recorded in the immediate project area.

Envirenment

Physiographically, the project is located in the River Bend

Unit just east of the Green River in the Uinta Basin, 14 miles
south of Ouray, Utah. The Uinta Basin is structurally the lowest
part of the Colorado Plateau geographical province (Thornbury
1965:425). The Uinta Basin is a large, relatively flat, bowl
shaped, east--west asymmetrical syncline near the base of the Uinta
Mountains . The topography is characteristic of sloping surfaces
that incline northward and are mainly dip slopes on the harder
layers of Green River and Uinta Formations (Stokes 1986) . A thick
section of more than 9000 feet (2743.9 m) of early Tertiary rocks
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Figure 1. Location of the Dominion Exploration & Production, Inc.

proposed River Bend Unit (RBU) #13-17E well, its access and pipeline
on 7.5' / 1985 USGS quadrangle map Moon Bottom, Uintah County,



are exposed (Childs 1950). These rocks are mainly Paleocene and
Eocene in age and consist of sandstone, clay and shale lacustrine,
fluviatile, and deltaic continental deposits, most famous of which
are the lacustrine Green River Beds .

The immediate project area is situated on high desert hills
and benches ábout 1/2 mile east of the Green River. The area is
characterized as having steep ridges and/or buttes of thick Uinta
Formation sandstone, with layers of clays and shales. The hills,
ridges and buttes are dissected by several steep ephemeral
drainage washes with wide flat alluvial plains. Portions of the
desert hardpan and bedrock are covered with various sizes of
residual angular to tabular pieces of eroding sandstone, clay and
shale. Many of the higher hills and ridges exhibit ancient
terrace (paÆmant) surfaces containing pebble and cobble gravel.
Some of these pebbles and cobbles exhibit a dark brown to black
desert varnish (patination). In addition, many of the hills and
ridge slopes are covered with aeolian sand that may reach a depth
of 100 to 150 cm.

Vegetation in the River Bend Unit area is characteristic of a
low sagebrush community with shadscale and greasewood. Species
observed in the project area include; big sagebrush (Artemesia
tridentata) , shadscale (Atriplex confertifolia) , saltbush
(Atriplex nuttallii) , rabbitbrush (Chrysothamnus viscidiflorus) ,

winterfat (Eurotia lanata), greasewood (Sarcobatus bailevi), wild
buckwheat (Exigonum ovalifolium) , desert trumpet (Eriaanum
inflatum) , Indian rice grass (Orysopsia hvaenoides) , western
wheatgrass (Agroovron smithii) , spiked wheatgrass (Aaroovron sp.) ,

crested wheatgrass (Agropyron cristatum) , June grass (Koeleria
cristata) , cheat grass (Bromus tectorum) , desert globemallow
(Bromus tectorum), lupine (Lupinussp.), larkspur (Delohinium
sp.), Indian paintbrush (Castilleia chromosa), peppergrass
(Lenidium perfoliatum) , scalloped phacelia (Phacelia
intergrifolian), birdscage evening primrose (Oenothera
deltoides) , Russian thistle (Salsola kali) , Russian knapweed
(Centaurea recens) , and prickly pear cactus (Onuntia sp . ) . In
addition, a riparian community dominated by cottonwood (Ponulas
sp . ) , willow (Salix sp . ) , and salt cedar (tamerix) can be found
along the Green River located approximately 1/2 mile west.

Rivey Beng Unit #13-17F,

The proposed RBU #13-17E well pad is situated out on the flat
of a large bench that overlooks the Green River from the east
(Figure 2) . The sediments on the well location are scarce and

mainly colluvial in nature. These colluvial deposits consist of
shallow (< 20 cm) , tan to reddish brown, poorly sorted, moderately
compacted, sandy clay loam, mixed with angular pieces of



Figure 2. View to west at the proposed RBU #13-17E centerstake and
well pad area.

sandstone, clay and shale (Figure 3) . Vegetation consists of low
sagebrush, greasewood, saltbush, buckwheat, bunchgrasses
(wheatgrass, cheat grass, Indian rice-grass)

, barrel and prickly
pear cactus . The proposed well location is 4947 . 51 feet (1508 m)
AMSL .

From the existing oil and gas field service road, the
proposed access and pipeline trend 1700 feet (518.2 m) west to the
proposed well pad. The proposed access and pipeline parallel each
other to the proposed well pad. From the well pad, the access and
pipeline trend west down a ridge finger and out on to the bench
following an existing two-track to the proposed well pad location.
Sediments around the existing oil and gas field service road have
been disturbed due to previous construction and cyclic
maintenance. Undisturbed set+imants along the access and pipeline
consist of a shallow (<20 cm) , finely to poorly sorted, moderately
compacted colluvial mixture of sandy clay loam. These colluvial
deposits overlies sandstone, clay and shale bedrock. Vegetation
along the access and pipeline is sparse and consists of low
sagebrush, greasewood, saltbush, buckwheat, bunchgrasses
(wheatgras s , cheat gras s , Indian rice-gras s) , and prickly pear

cactus .



Figure 3. Close-up view of the colluvial deposits on and surrounding me
proposed RBU #13-17E well pad area.

Field Methods

A total of 10 acres was surveyed around the centerstake of
the proposed well location to allow for relocation of the pad if
necessary. The survey was accomplished by walking transects
spaced no more than 15 meters apart. The proposed access corridor
surveyed is 1700 feet (518.2 m) long and 100 feet (30.4 m) wide,
3.90 acres. The proposed pipeline linear corridor surveyed is
1700 feet (518.2 m) long and 100 feet (30.4 m) wide, 3.90 acres.
Thus, 7.80 linear acres was surveyed.

Geologic landforms (rockshelters, alcoves, ridge tops and
saddles) and areas of subsurface exposure (ant hills, blowouts,
rodent holes and burrow, eroding slopes and cutbanks) were
examined with special care in order to locate cultural resources
(sites, isolates) and possibly help assess a site' s sedimentary
integrity and potential for the presence and/or absence of buried
intact cultural deposits. All exposures of sandstone cliff faces,
alcoves or rockshelters, and talus slopes were surveyed.

When cultural materials are discovered, a more thorough
survey of the immediate vicinity is conducted in order to locate
any associated artifacts and to determine the horizontal extent



(surface area) of the site . If no other artifacts are located
during the search then the initial artifact was recorded as an
isolated find. At times, isolated formal tools (typical end
scrapers, projectile points) were drawn and measured. The isolate
was then described and its location plotted on a U.S.G.S.
topographic map and UTM coordinates are recorded.

When sites are found an Intermountain Antiquities Computer
System (IMACS) form was used to record the site. At all sites,
selected topographic features, site boundaries, stone tools and
cultural features (hearths, foundations, trash dumps and trails)
are mapped. Sites were mapped with a Brunton compass , Trimble
Geophysical 3 and/or Garmin E-Trex GPS units, and pacing off
distances from a mapping station (datum, PVC with aluminum tag) .

All debitage is inventoried using standard recording techniques
(Truesdale gg 1995:7) according to material type, basic flake
type, and so on. Selected (mostly complete) stone tools and
projectile points are drawn and measured. All features (rockart
panel (s) , hearths, foundations, trash dumps and trails) are
measured and described, while selected features are either drawn
or photographed.

Site location data is recorded by a Trimble GeoExplorer 3
Global Positioning System (GPS) and Garmin GPS III Plus and/or a
E-Trex GPS . Site elevation and Universal Transverse Mercator
(UTM) grid data, its Estimated Position Error (EPE) and Dilution

of Precision (DOP) were recorded. Using the GPS data, the site
location was then placed on a USGS 7.5' quadrangle map.

Results

A total of 17.80 (10 block, 7.80 linear) acres were surveyed
for cultural resources by AIA within and around the proposed
Dominion Exploration & Production, Inc. River Bend Unit #13-17E
well, and along its access and pipeline.

A moderate scatter of modern trash (plastic bottles, sanitary
food cans, miscellaneous metal, wire, green, brown and clear glass
bottles and bottle fragments, foam insulation, etc.) can be found
on and surrounding the existing well pads and along the existing
oil and gas field service roads in the River Bend Unit area .

No additional cultural resources (sites , isolates) were
recorded during the survey for the proposed RBU #13-17E well, its
access and pipeline .

Reppmmendations

A total of 17.80 (10 block, 7.80 linear) acres were surveyed



for cultural resources by AIA within and around the proposedDominion Exploration & Production, Inc. River Bend Unit #13-17E
well, and along its access and pipeline.

A moderate scatter of modern trash (plastic bottles, sanitaryfood cans, miscellaneous metal, wire, green, brown and clear glassbottles and bottle fragments, foam insulation, etc.) can be foundon and surrounding the existing well pads and along the existingoil and gas field service roads in the River Bend Unit area.

Sediments on and surrounding the proposed well pad, and alongits access and pipeline are shallow. Therefore, the possibilityof buried and/or intact cultural materials on the proposed wellpad or along its access and pipeline is low. No additionalcultural resources (historic properties, isolates) were recordedduring the survey for the proposed RBU #13-17E well, its accessand pipeline. Therefore, no additional archaeological work isnecessary and clearance is recommended for the construction of theRiver Bend Unit #13-17E well pad, its access, and pipeline.
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WELL WELL ADMINISTERED LOCATION PALEONTOLOGY MITIGATIONCOUNT NAME BY SENSITIVITY RECOMMENDATIONS66 RBU 16-4E BLM

67 RBU 3-17E
. BLM Sec. 17, 108-19E MODERATE- small fragmentsof gept.21, 05 thismaterialwas

225' FNL & 2183' FWL mammal bone& piece of tooth4' northeast collectedandfound to be of
of pit corner "B". 42Un1779v limited extent. It was moved off

location. Might monitorthis
spotduringconstruction.68 RBU 13-17E BLM Sec. 17, 108-19E LOW NONE

612' FSL & 813' FWL
69 RBU 1-3E BLM Sec.3, 108-19E MODERATEto HIGH-Lots of turtle Mecommend monitoring116' FNL & 252'FEL shell eroding out of a gray-green layer west construction of well& north ofpit andpad. 42Un1184v location.70 RBU 4-3E BLM Sec.3, 10S-19E MODERATE-turtleshell fragments NONE

195' FNL& 1062' FWL northofroad. 42Un1782v
71 RBU 13-3E BLM Sec.3, 10S-19E LOW - existingwell location NONE

1306' FWL & 1567'FSL
72 RBU 14-17F BLM Sec. 17, 105-20E LOW NONE

605' FSL & 2038' FWL
73 RBU4-10E BLM Sec. 10, 108-19E LOW - existing well location NONE

2039' FNL& 1216'FWL
74 RBU 4-20F BLM Sec. 20, 108-20E LOW NONE

, 883' FNL & 773' FWL
75 HCU8-29F TRIBAL/BLM Sec.29, 108-20E LOW - existingwell location NONE

2593' FSL& 675' FEL
76 HCU 13-29F TRIBAL/BLM Sec. 29, 108-20E LOW NONESameas 77 SW ¼ SW ¼
77 HCU 14-29F TRIBAL/BLM Sec.29, 10S-20E LOW NONE

Sameas 76 SW ¼ SW ¼
78 HCU 2-32F TRIBAL/STATE Sec. 32, 108-20E LOW - onalluvium. NONE15-29 & 3-32 NE ¼ NE ¼
79 HCU 15-32F TRIBAL/STATE LOW - onalluvium. NONE

80 HCU 15-28F TRIBAL Sec.33, 108-20E LOW - Locationon high bench. Uinta NONE
NW ¼ NE ¼ Frm. 2 turtle shell frags.on road between

#6-33F & 15-28F.42Un1848V.
81 HCU3-33F BLM Sec. 33, 108-20E LOW - Same as HCU 15-28above. NONE

NW ¼ NE



DOMINION EXPLR. & PROD., INC.
RBU #13-17E

SECTION 17, T10S, Rl9E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATEHIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTIONAPPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN ASOUTHERLY, THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 9.1MILES ON THE SEEP RIDGE ROAD TO THE JUNCTION OF THIS ROAD AND ANEXISTING ROAD TO THE SOUTH; TURN RIGHT AND PROCEED IN ASOUTHERLY DIRECTION APPROXIMATELY 2.8 MILES TO THE JUNCTION OFTHIS ROAD AND AN EXISTING ROAD TO THE WEST; TURN RIGHT ANDPROCEED IN A WESTERLY, THEN SOUTHWESTERLY DIRECTIONAPPROXIMATELY 0.5 MILES TO THE JUNCTION OF THIS ROAD AND ANEXISTING ROAD TO THE NORTH; TURN RIGHT AND PROCEED IN ANORTHERLY, THEN SOUTHWESTERLY DIRECTION APPROXIMATELY 2.8MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THENORTHWEST; TURN RIGHT AND PROCEED IN A NORTHWESTERLYDIRECTION APPROXIMATELY 2.1 MILES TO THE JUNCTION OF THIS ROADAND AN EXISTING ROAD TO THE NORTH; TURN RIGHT AND PROCEED IN ANORTHERLY, THEN NORTHWESTERLY, THEN SOUTHWESTERLY DIRECTIONAPPROXIMATELY 3.3 MILES TO THE JUNCTION OF THIS ROAD AND ANEXISTING ROAD TO THE SOUTHEAST; TURN LEFT AND PROCEED IN ASOUTHEASTERLY, THEN SOUTHERLY DIRECTION APPROXIMATELY l.4MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THENORTHWEST; TURN RIGHT AND PROCEED IN A NORTHWESTERLYDIRECTION APPROXIMATELY 2.4 MILES TO THE JUNCTION OF THIS ROADAND AN EXISTING TWO-TRACK ROAD TO THE NORTHWEST; TURN LEFTAND PROCEED IN A NORTHWESTERLY, THEN SOUTHWESTELRY DIRECTIONAPPROXIMATELY 0.35 MILES TO THE BEGINNING OF THE PROPOSEDACCESS TO THE NORTHWEST; FOLLOW ROAD FLAGS IN ANORTHWESTERLY DIRECTION APPROXIMATELY 200' TO THE PROPOSEDLOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 55.8
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lT MINION EXPLR. & PROD., C.
TYPICAL CROSS SECTIONS FORX-Section

scale RBU #13-17E
'¯

,, , SECTION 17, TTOS, R19E, S.L.B.&M.1 = 50
548' FSL 894' FWLDATE: 2-20-07
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86 So. 200 East * Vernal, Utah 84078 * (435)



DOMINION EXPLR. & PROD., INC.
LOCATED IN UINTAH COUNTY, UTAH

SECTION 17, T10S, R19E, S.L.B.&M.

CORNER #5

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHEASTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHWESTERLY

, Uintah Engineering & Land Surveying ( )
85 South 200 East Vernal, Utah 84078 ONTH DAY VEAR

-sinceË4 435-789-1017 uels@uelsinc.corn TAKENBY:B.B. DRAWNBY:C.P. VISED:
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LEGEND: DOMINION EXPLR. & PROD., INC.
EXISTING ROAD N RBU #13-17E

----------- PROPOSED ACCESS ROAD SECTION 17, T10S, R19E, S.L.B.&M.
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LEGEND: DOMINION EXPLR. & PROD., INC.
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PROPOSED LOCATION:
RBU #13-17E

#15-17EX
v

APPROXIMATE TOTAL PIPELINE DISTANCE 2,400'
LEGEND: DOMINION EXPLR. & PROD., INC.

PROPOSED ACCESS ROAD N RBU #13-17E
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--------- PROPOSED VIPEinE SECTION 17, T10S, R19E, S.L.B.&M.
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(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 1000' DRAWNBY:C.P. VISED:



LEGEND

O = Oil Line ·

G = Gas wLine

R = RelieF Line (Pressure>
C = Condensote L.ne
V = Vent Line
D = Droin Line ,

M = Gas Meter °

P = Punp
BP = Bock Pressure Volve

SVS = Seoteci Yhen Shipping
SUS = Seoteci Unless Shipping

<
.

T = Heot Troced Lee

VELLHEAD (typ> e H = Heater

cio BL = Burieci Line
(><1= Volve

/ - Check Voive
SC = Seoted Closecs Volve

NC = Nornotty Closect

/
BD = Blowdown L ne

BD. BL

+
100• Re lie f

SEP

W SL
300 bbt Toni<
(conciensate)

I
BL. C

SC
SUS

CLYCOL &
REBOILER

-»

The site security plan is on file

in DEPIss district office located at

CONTACT
1400 N. State St., Roosevelt, UTah.

TowER
It can be inspected duripg of fice

hours, from 6:30 AM chru 3:30 PM,

Monday thru



Sa0 eekvieß
5

ad

435/719-2018 435/719-2019 Fax
Environmental Consultants

May 18, 2007

Fluid Minerals Group
Bureau of Land Management
Vernal Field Office
170 South 500 East
Vernal, Utah 84078

RE: Application for Permit to Drill--Dominion Exploration&Production, Inc.

RBU 13-17E: 548' FSL &894' FWL, SWl4 SW/4,
Section 17, T10S, R19E, SLB&M,Uintah County, Utah

Dear Fluid Minerals Group:

On behalf of DominionExploration&Production, Inc. (Dominion),Buys &Associates, Inc. respectfully

submits the enclosed originaland three copies of the Application for Permit to Drill (APD) for the above

referenced BLM administered verticalwell. The location of the surface and target location as well as all

points along the intended well bore path are withinCause No. 259-01 and are not within 460 feet of the
unit boundary or any uncommitted tracts. Included with the APD is the following supplementalinformation:

Exhibit "A" - Survey plats, layouts and photos of the proposed well site;

Exhibit"B" - Proposed location maps with access and utilitycorridors;

Exhibit "C" - Production site layout;

Exhibit"D" - Drilling Plan;

Exhibit "E" - Surface Use Plan with Request for Exception to NSO lease stipulation;

Exhibit"F" - Typical BOP and Choke Manifold diagram;

Exhibit"G" - Culturaland Paleontological Clearance Reports.

Please accept this letter as Dominion's,written request for confidentialtreatmentof all information

contained in and pertaining to thisapplication.

Thank you very much for your timelyconsideration of thisapplication. Please feel free to contact myself

or Barbara Lester of Dominionat 405-749-5237 ifyou have anyquestions or need additional information.

Sincerely,

L- H L RECEIVED
Don Hamilton
Agent for Dominion MAY2 2 2007

cc: Diana Mason, Division of Oil,Gas and Mining DIV.0FOIL,GAS&MINING$ | Û
Barbara Lester, Dominion i |
Ken Secrest,



Fenn3160-3 FORMAPPROVED

(Febmary2005) OMBNo 1004-0137
ExpiresMana 31, 2007

UNITED STATES
DEPARTMENTOF THE INTERIOR 5 LeaseseñalNa

BUREAUOF LAND MANAGEMENT

APPLICATIONFOR PERMIT TO DRILLOR REENTER
fi IfIndian,AllotceorTribeName

N/A

O 7 IfUnitor CAAgreement,NameandNo.
la. Typeofwerk: DRILL REENTER River Bend Unit

8 LeaseNameandWel1No

lb. TypeofWell: O- Oo=wenOm Oswez-= OMultipic Zone RBU 13-17E

1 Nameaf 0perator 9 API WellNa
Dominion Exploradea & Predacdom, Inc• 43-047-37650

3a. Address 14000 QuailSprings Parkway, Suite 600 3b PhoneNa(inchniesea sk) 10 FieldandPool,or Exploratory
Oklahoma City, OK 73134 405-749-5237 Natural Battes

4 LocationofWell(ReportLlamänclewly muita madm wah my Size myeemena•) 11 Sec.,T.R.M. or Bik.andSurveyor Area

Atsurface$0g'llE548' FSL & 894' FWL, SWl4 SWl4, 1
At proposedprod.zone 9 N * /Ê ·

j {pt) Section 17, T108, R19E, SLB&M

14 Distanceinmilesanddirectionfromnearesttownorpas adice• 12 Countyor Parish 13. State

11.53 miles southwest of Ouray, Utah Ulstab UT

15 Dist-ce ûom ¡noposed* 16 No.of acresinlease 17. SpacingUnitdedicatedtothiswell
locationt) nearest

er leaseline,ft
sotoncarestdrig.unit line,if my) 548' 1,057,35 acres 40 acres

18 Distancefrom location• 19 ProposedDepib 20. BLM/BIABondNa on file

toocatestwell ompleted,
appliedfor,on this1 8. 1,140' s,625' WY 3322

21 Elevations(Showwhether DF,KDB,RT,GL,etc.) 22 Approximatedatework willstart* 21 Estimatedduration

4,965' GR 09/16/2007 14 days

24. Attachments

The following,completed in accordance with therequirements of OnshoreOil and Gas OrderNo.1,must beattached tothisform:

1. Weßplateertifiedbya registered surveyor. 4. Bondto coverthe operations unlesscovered by an existingbondon file(see

1 ADrillingPlan. Item20above)

3. A SurfaceUse Plan(if the locationis on NationalForestSystemLands,the 5. Operatorcertification
SUPO must be filed with theappropriate ForestServiceOffice). 6. Such other site specificinformationand/orplansas maybe required bythe

BLM.

25. Signature Name(Printe&2)ped) Date
Don Hamiltoa 05/18/2007

Tide

Approvedby

)forDominion

Name (Pnnte&Typed) Date

Title Office

Applicationapprovaldoesnotwarrantor certifythattheapplicantholdslegalorequitabletidein thoserights inthesubjectleasewhichwouldentitletheapplicantto

conductoperationsthereon.
Conditionsofapproval,ifany,areattached

Titic18U.S.C.Sectim1001andTide43 U.S.CSection1212,makeit a crimeforanypersonknowmglyand willfullytomake to any deparbnentor agency of the United
Statesanyfalse,fictitiousor fraudulentstatementsorrepresentationsastoanymatterwithinitsjwisdiction.

*(Instructions on page 2)

Approvedby the

¡of thM

RECEIVED
MAY2 2 2007

Date: OS - DIV.0FOIL,GAS&



DOMINIONEXPLR. & PROD., INC.
T10S, Ri9E, S.L.B.&M. Well location, RBU #13-17E, located as shown

I in the SW 1/4 SW 1/4 of Section 17, T10S,Sec. 7 Sec. 8 R19E, S.L.B.&M., Uintah County Utah.
BAS\S OF ELEVATIONSB938'49"W - 2638.34' (Meos.) SB939'14"W - 2639.67' (Meos.)

SPOT ELEVATIONAT THE SOUTHWEST CORNER OF SECTION792.00' G.L.O.) 1956 Brass Cop 1956 Brass Cap 20, T10S, R20E, S.L.B.&M. TAKEN FROM THE BIG PACK1956 Brass Cop 0.5' High, Pile 0.4' High, Pile
04'High, Mound ofStones o/Stones MTN. NW QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTEo or stones QUAD. (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED

STATES DEPARTMENT OF THE INTERIOR, GEOLOGICAL
SURVEY. SAID ELEVATION IS MARKED AS BEING 5251
FEET BASIS OF BEARINGS

BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

N

1956 Brass Cop o1956 Bross Cop
0 S' High, Pile1.2' High, Mound
of Stonesof Stones

SCALE

CERTIFICATE
THIS IS TO CERT1FYTHAT THE ABQA RED FROM
FIELD NOTES OF ACTUALSURVEYS AIL FIOER MY jSUPERVISION AND THAT THE SÑAE TRUE AN 088 T TO TL
BEST OF MY KNOWLEDGEANDNELI

RBU // J- 17E
894' Elev. Ungraded Ground = 4965' REGI RED SUR YO

GIS ATIONNO 1 9
1956 Brass Cap ATE Qf RTAN1956 Bross Cop GT High, Lorge Revised: 2-20-07 K.G.

1.0' High, Large Pile of Stones,""" °"'°"" '""'°" UMTAH ENGINEERING & Î D URVEYING
1956 scoss cop SB936'08"W - 2676.12' (Meas.) S8938'05"W - 265226' (Meas.) 86 SOUTH 200 EAST - VERNAL, UTAH 84078O 2' High, Mound
or stones (NAD 83) (435) 789-1017

LEGEND: LATITUDE= 39°56'28.83" (39.941342) SCALE DATE SURVEYED: DATE DRÃWN:LONGITUDE= 109°48'46.18" (109.812828) 1" = 1000' 03-14-05 03--17-05= 90 SYMBOL
(NAD 27) PARTY REFERENCES

M.A. C.R. D.R.B. G.L.O. PLATO = PROPOSED WELL HEAD LATITUDE= 39°56'28.96" (39.941378) WEATHER FILEA = SECTION CORNERSLOCATED. LONGITUDE= 109'48'43.67" (109.812131) COOL DOMINIONEXPLR. & PROD.,



- DRILLING PLAN -

APPROVAL OF OPERATIONS

Attachment for Permit to Drill

Name of Operator: Dominion Exploration & Production

Address: 14000 QuailSprings Parkway, Suite 600
Oklahoma City, OK 73134

Well Location: RBU 13-17E

548' FSL & 894' FWL

Section 17-108-19E

Uintah County, UT

1. GEOLOGIC SURFACE FORMATION Uintah

2. ESTIMATED DEPTHS OF IMPORTANT GEOLOGIC MARKERS

Formation Depth
Wasatch Tongue 4,005'

Uteland Limestone 4,365'
Wasatch 4,515'

Chapita Wells 5,505'
Uteland Buttes 6,765'

Mesaverde 7,685'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER. OIL, GAS OR MINERALS

Formation DeDth T_IILe

Wasatch Tongue 4,005' Oil

i Iteland Limestone 4,365' Oil

Wasatch 4,515' Gas

Chapita Wells 5,505' Gas

Uteland Buttes 6,765' Gas

Mesaverde 7.685' Gas

4. PROPOSED CASING PROGRAM

All casing used to drill this well will be new casing.

T_yge Sze Weie,ht Grade C Tog Bottom Hole

Surface 8-5/8" 32.0 ppf 1-55 STC 0' 2,000' 12-174"

Production 5-1/2" 17.0 ppf MAV-80 LTC 0' 8,625' 7-7/8"

Note: The drilled depth of the surface hole and the setting depth of the surface casing may vary from 1,700' to 2,000'.

Should a lost circulation zone be encountered while drilling, casing will be set approximately 300' below the lost

circulation zone. If no lost circulation zone is encountered, casing to be set at 2,000'±.

5. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL

Suríàce hole: No BOPE will be utilized. Air foam mist, rotating head and diverter system will be utilized.

Production hole: Prior to drilling out the surface casing shoe, 3,000 psi or greater BOP equipment will be installed. The

pipe rams will be operated at least once per day from surface to total depth. The blind rams will be tested once per day

from surface to total depth if operations



DRILLING PLAN

APPROVAL OF OPERATIONS

A diagram of the planned BOP equipment for normal drilling operations in this area is attached. As denoted there will be

two valves and one check valve on the kill line, two valves on the choke line, and two adjustable chokes on the manifold

system. The BOP "stack" will consist of two BOP rams (1 pipe, 1 blind) and one annular type preventer, all rated to a

minimum of 3,000 psi working pressure.

The BOP equipment will be pressure tested prior to drilling out surface casing shoe and anytime a new casing string is set.

All test pressures will be maintained for fifteen (15) minutes without any significant pressure decrease. Clear water will be

circulated into the BOP stack and lines prior to pressure testing. The following test pressures will be used as a minimum

for various equipment items.

1. Annular BOP 1,500 psi

2. Ram type BOP 3,000 psi

3. Kill line valves 3,000 psi

4. Choke line valves and choke manifold valves 3,000 psi
5. Chokes 3,000 psi
6. Casing, casinghead & weld 1,500 psi
7. Upper kelly cock and safety valve 3,000 psi

8. Dart valve 3,000 psi

6. MUD SYSTEMS
• An air or an air/mist system may be used to drill to drill the surface hole until water influx becomes too great.
• KCL mud system will be used to drill well.
• The mud system will be monitored manually/visually.

Depths Mud Weight (opa) Mud System
0' - 2,000' 8.4 Air foam mist, rotating head and diverter

2,000' 8,625' 8.6 Fresh water/2% KCL/KCL mud system

7. BLOOIE LINE
• An automatic igniter will not be installed on blooie line. The blooie will have a constant ignition source.

• A "target tee" connection will be installed on blooie line for 90° change of directions for abrasion resistance.

• "Target tee" connections will be a minimum of 50' from wellhead.

• The blooie line discharge will be a minimum of 80' from the wellhead.

8. AUXILIARY EQUIPMENT TO BE USED
a. Kelly cock.
b. Full opening valve with drill pipe connection will be kept on floor. Valve will be used when the kelly is not in string.

9. TESTING. LOGGING, AND CORING PROGRAMS TO BE FOLLOWED
• A drillstem test in the Wasatch Tongue is possible.
• One electric line wire-log will be run from total depth to surface casing.
• The gamma ray will be left on to record from total depth to surface casing.
• Other log curves (resistivities, porosity, and caliper) will record from total depth to surface casing.
• A dipmeter, percussion cores, or rotary cores may be run over selected intervals.

10. ANTICIPATEDABNORMAL PRESSURES OR TEMPERATURES EXPECTED

• Expected BHP 1,50Œ-2,000 psi (lower than normal pressure gradient).
• No abnormal temperature or pressures are anticipated.
• The formations to be penetrated do not contain known H2S gas.

l1. WATER SUPPLY
• No water pipelines will be laid for this well.
• No water well will be drilled for this well.
• Drilling water for this will be hauled on the road(s) shown in Attachment No. 3.
• Water will be hauled from: Water Permit # 43-10447 Section 9, Township 8 South. Range 20



DRILLING PLAN

APPROVAL OF OPERATIONS

12. CEMENT SYSTEMS

a. Surface Cement:
• Drill 12-1/4" hole to 2,000'±, run and cement 8-5/8" to surface (depth to vary based on depth of lost circulation

zone).
• Pump 20 bbis lightly weighted water spacer followed by 5 bb1sfresh water. Displace with any available water.

• Casing to be run with: a) guide shoe b) insert float c) three (3) centralizers, one on each of first 3 joints d) stop ring

for plug one joint off bottom e) bottom three joints thread locked f) pump job with bottom plug only. Casing to be

centralized with a total of 8 centralizers.
• Cement the casing annulus to surface. Top out jobs to be performed if needed. Depending to depth of top of

cement in the annulus, a 1" tubing string may or may not be utilized.
Role Cement

Tygg a Interval Density Yiel_d Volume Volume

Lead 219 O'-1,500' 11.0 ppg 3.82 CFS 619 CF 836 CF
Tail 236 1,500'-2,000' 15.6 ppg 1.18 CFS 206 CF 279 CF

Top Out 100 O'-200' l 5.6 ppg 1.18 CFS 87 CF l 18 CF

Surface design volumes based on 35% excess of gauge hole.

Lead Mix: Halliburton Premium Plus V blend. Blend includes Class "G" cement, gel, salt, gilsonite.
Slurry yield: 3.82 ef/sack Slurry weight: 11.00 #/gal.
Water requirement: 22.95 gal/sack

Tail Mix: Class "G" Cement, 1/4 lb/sk Cellophane Flakes + 2% bwoc Calcium Chloride + 44.3% fresh water.

Slurry yield: 1.18 cf/sack Slurry weight: 15.60 #/gal.

Water requirement: 5.2 gal/sack

Top Out: Class "G" Cement, 1/4 lb/sk Cellophane Flakes + 2% bwoc Calcium Chloride + 44.3% fresh water.

Slurry yield: 1.18 cf/sack Slurry weight: 15.60 #/gal.

Water requirement: 5.2 gal/sack

c. Production Casing Cement:
• Drill 7-7/8" hole to 8,625'±, run and cement 5 1/2".
• Pump 20 bbl Mud Clean II unweighted spacer, followed by 20 Bb1s fresh H20 spacer.

• Displace with 2% KCL.
• Production casing to be centralized with 30 centralizers.

Hole Cement

Ty Interval Density Yjeld Volume Volume

Lead 90 3,7\ 5' 4.515' l1.5 ppg 3.12 CFS I39 CF 277 CF

Tail 820 4,515'-8,625' 13.0 ppg 1.75 CFS 7\2 CF !424 CF

Production design volumes are estimates based on 35% excess of gauge hole. Actual volumes will be calculated from

caliper log to bring lead cement to 800' above top of Wasatch + 15% excess, and tail cement to top of Wasatch + 15%

excess.

Lead Mix: Halliburton Prem Plus V blend. Blend includes Class "G" cement, gel, salt, gilsonite, EX-1 and HR-7.

Slurry yield: 3.12 ef/sack Slurry weight: 11.60 #/gal.

Water requirement: 17.71 gal/sack
Compressives 130°F: 157 psi after 24 hours

Tail Mix: Halliburton HLC blend (Prem Plus VlJB flyash). Blend includes Class "G" cement, KCI, EX-l, Halad 322,

& HR-5.
Slurry yield: 1.75 ef/sack Slurry weight: 13.00 #/gal.
Water requirement: 9.09 gal/sack
Compressives @165°F: 905 psi after 24 hours

13. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS

Starting Date: September 16, 2007

Duration: 14



SURFACE USE PLAN -

CONDITIONS OF APPROVAL

AttachmentforPermit to Drill

Name of Operator: Dominion Exploration & Production

Address: 14000 QuailSprings Parkway, Suite 600
Oklahoma City, OK 73134

Well Location: RBU 13-17E

548' ESI & 894' FWL

Section 17-10S-\9E

Uintah County, UT

The dirt contractor will be provided with an approved copy of the surface use plan of operations

before initiating construction.

The BLM onsite inspection for the referenced well was conducted on Wednesday, December 14, 2005 at

approximately 1:30 pm. In attendance at the onsite inspection were the following individuals:

Karl Wright Nat. Res. Prot. Spec. Bureau of Land Management - Vernal

Todd McGrath Wildlife Biologist Bureau of Land Management - Vernal

Ken Secrest Field Foreman Dominion E & P, Inc.

Brandon Bowthorpe Surveyor Uintah Engineering & Land Surveying

Jonathan Karran Surveyor's Helper Uintah Engineering & Land Surveying

Randy Jackson Foreman Jackson Construction

Billy McClure Foreman La Rose Construction

Don Hamilton Agent Buys & Associates, Inc.

The BLM visual resources onsite inspection for the referenced well was conducted on Wednesday, November

8, 2006 at approximately l 1:30 am. In attendance at the onsite inspection were the following individuals:

Karl Wright Nat. Res. Prot. Spec. Bureau of Land Management - Vernal

Kim Bartell Recreation Planner Bureau of Land Management - Vernal

Ken Secrest Production Foreman Dominion E & P, Inc.

Don Hamilton Agent Buys & Associates, Inc.

1. Existing Roads:

a. The proposed well site is located approximately 11.53 miles southwest of Ouray, UT.

b. Directions to the proposed well site have been attached at the end of Exhibit B.

c. The use of roads under State and County Road Department maintenance are necessary to

access the River Bend Unit. However, an encroachment permit is not anticipated since no

upgrades to the State or County Road system are proposed at this time.

d. All existing roads will be maintained and kept in good repair during all phases of operation.

e. Vehicle operators will obey posted speed restrictions and observe safëspeeds commensurate

with road and weather conditions.

f. An off-lease federal right-of-way is not anticipated for the access road or utility corridor

since both are located within the existing River Bend Unit



2. Planned Access Roads:

a. From the existing RBU 15-17E access road an existing bladed road upgrade is proposed

trending northwest then southwest approximately 0.36 miles to a point where new access

begins. A new access is proposed from the existing bladed scar and trends southwest

approximately 200' to the proposed well site. The access consists of mostly existing bladed

road upgrade with 200' of new disturbance and crosses no significant drainages.

b. A road design plan is not anticipated at this time.

c. The proposed access road will consist of a 24' travel surface within a 30' disturbed area
across BLM lands.

d. BLM approval to construct and utilize the proposed access road is requested with this
application.

e. A maximum grade of 10% will be maintained throughout the project with minor cuts and fills
required to access the well.

f. No low water crossings and no culverts are anticipated. Adequate drainagestructures will be
incorporated into the road.

g. No surfacing material will come from federal or Indian lands.

h. No gates or cattle guards are anticipated at this time.

i. Surface disturbance and vehicular travel will be limited to the approved locationaccessroad.

j. All access roads and surface disturbing activities will conform to the standards outlined in the
Bureau of Land Management and Forest Service publication: Surface Operating Standards
for Oil and Gas Exploration and Development, (1989).

k. The operator will be responsible for all maintenance of the access road including drainage
structures.

3. Location of Existing Wells:

a. Exhibit B has a map reflecting these wells within a one mile radius of the proposed well.

4. Location of Production Facilities:

a. All permanent structures will be painted a flat, non-reflective Carlsbad Canyon to match the
standard environmental colors. All facilities will be painted within six months of installation.
Facilities required to comply with the Occupational Safety and Health Act (OSHA) may be
excluded.

b. Site security guidelines identified in 43 CFR 3163.7-5 and Onshore Oil and Gas OrderNo. 3
will be adhered to.

c. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.

Meter runs will be housed and/or fenced. All gas production and measurement shallcomply

with the provisions of 43 CFR 3162. 7-3, Onshore Oil and Gas Order No. 5, and American

Gas Association (AGA) Report No.



d. A tank battery will be constructed on this lease, it will be surrounded by a dike of sufficient

capacity to contain the storage capacity of the largest tank. All loading lines and valves will

be placed inside the berm surrounding the tank battery. All liquid hydrocarbons production

and measurement shall conform to the provisions of43 CFR 3162.7-3 and Onshore Oil and

Gas Order No. 4 and Onshore Oil and Gas Order No. 5 for natural gas production and

measurement.

e. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

f. All access roads will be maintained as necessary to prevent erosion and accommodate year-

round traffic. The road will be maintained in a safe useable condition.

g. The site will require periodic maintenance to ensure that drainages are kept open and free of

debris, ice, and snow, and that surfaces are properly treated to reduce erosion, fugitive dust,

and impacts to adjacent areas.

h. A gas pipeline is associated with this application and is being applied for at this time. The

proposed gas pipeline corridor will leave the east corner of the well site and traverse 2,400'

northeast then southeast to the existing pipeline corridor that services the RBU 15-17E. The

pipeline crosses entirely BLM surface.

i. The new gas pipeline will be a 10" or less steel surface line within a 20' wide utility corridor.

The use of the proposed well site and access roads will facilitate the staging of the pipeline

construction. A new pipeline length of approximately 2,400' is associated with this well.

j. Dominion intends on installing the pipeline on the surface by welding many joints into long

lengths, dragging the long lengths into position and then completing a final welding pass to

join the long lengths together. Dominion intends on connecting the pipelinetogether utilizing

conventional welding technology.

5. Location and Type of Water Supplv:

a. The location and type of water supply has been addressed as number 11 wíthin the previous

drilling plan information.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from Ute Tribal or BLM lands.

c. If any gravel is used, it will be obtained from a state approved gravel pit.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing

approved facilities.

b. Drill cuttings will be contained and buried on site.

c. The reserve pit will be located outboard of the location and along the south side of the pad.

d. The reserve pit will be constructed so as not to leak, break, or allow any



e. The reserve pit will be lined with 16 mil minimum thickness plastic nylon reinforced liner

material. The liner will overlay a felt liner pad only if rock is encountered duringexcavation.

The pit liner will overlap the pit walls and be covered with dirt and/or rocks to hold it in

place. No trash, scrap pipe, etc., that could puncture the liner will be disposed of in the pit.

Pit walls will be sloped no greater than 2:1. A minimum 2-foot freeboard will be maintained

in the pit at all times during the drilling and completion operation.

f. The reserve pit has been located in cut material. Three sides of the reserve pit will be fenced

before drilling starts. The fourth side will be fenced as soon as drilling is completed, and

shall remain until the pit is dry. After the reserve pit has dried, all areas not needed for

production will be rehabilitated.

g. No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount

greater than 10,000 pounds will be used, produced, stored, transported, or disposed of

annually in association with the drilling, testing, or completion of the well. Furthermore, no

extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities,

will be used, produced, stored, transported, or disposed of in assocíation with the drilling,

testing, or completion of the well.

h. Trash will be contained in a trash cage and hauled away to an approved disposal site as

necessary but no later than at the completion of drilling operations. The contents of the trash

container will be hauled off periodically to the approved UintahCounty Landfillnear Vernal,

Utah.

i. Produced fluids from the well other than water will be produced into a test tank until such

time as construction of production facilities is completed. Any spills of oil, gas, salt water or

other produced fluids will be cleaned up and removed.

j. After initial clean-up, a 400 bbl tank will be installed to contain produced waste water. This

water will be transported from the tank to an approved Dominion disposal well for disposal.

k. Produced water from the production well will be disposed of at the RBU 13-11F or RBU 16-

19F disposal wells in accordance with Onshore Order #7.

1. Any salts and/or chemicals, which are an integral part of the drilling system, willbe disposed

of in the same manner as the drilling fluid.

m. Sanitary facilities will be on site at all times during operations. Sewage will be placed in a

portable chemical toilet and the toilet replaced periodically utilizing a licensed contractor to

transport by truckthe portable chemical toilet so that its contents can be delivered to the

Vernal Wastewater Treatment Facility in accordance with state and county regulations.

8. Ancillary Facilities:

a. Garbage Containers and Portable Toilets are the only ancillary facilities proposed in this



9. Well Site Lavout: (See Exhibit B)

a. The well will be properly identified in accordance with 43 CFR 3162.6.

b. Access to the well pad will be from the east.

c. The pad and road designs are consistent with BLM specification

d. A pre-construction meeting with responsible company representative, contractors, and the

BLM will be conducted at the project site prior to commencement of surface-disturbing

activities. The pad and road will be construction-staked prior to this meeting.

e. The pad has been staked at its maximum size; however it will be constructed smaller if

possible, depending upon rig availability. Should the layout change, this application will be

amended and approved utilizing a sundry notice.

f. All surface disturbing activities, will be supervised by a qualified, responsible company

representative who is aware of the terms and conditions of the APD and specifications in the

approved plans.

g. All cut and fill slopes will be such that stability can be maintained for the life of the activity.

h. Diversion ditches will be constructed as shown around the well site to prevent surface waters

form entering the well site area.

i. The site surface will be graded to drain away from the pit to avoid pit spillage during large

storm events.

j. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow on

the uphill side of the location to prevent any possible contamination. All topsoil will be

stockpiled for reclamation in such a way as to prevent soil loss and contamination.

k. Pits will remain fenced until site cleanup.

1. The blooie line will be located at least 100 feet from the well head.

m. Water injection maybe implemented if necessary to minimize the amount of fugitive dust.

10. Plans for Restoration of the Surface (Interim Reclamation and Final Reclamation):

a. Site reclamation for a producing well will be accomplished for portions of the site not

required for the continued operation of the well.

b. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with 43

CFR 3162.7-1.Once the reserve pit is dry, the plastic nylon reinforced liner shall be torn and

perforated before backfilling of the reserve pit. The reserve pit and that portion of the

location not needed for production facilities/operations will be re-contoured to the

approximate natural contours.

c. Following BLM published Best Management Practices the interim reclamation will be

completed within 90 days of completion of the well to reestablish vegetation, reduce dust and

erosion and compliment the visual resources of the area.

a. All equipment and debris will be removed from the area proposed for



reclamation and the pit area will be backfilled and re-contoured.

b. The area outside of the rig anchors and other disturbed areas not needed for the

operation of the well will be re-contoured to blend with the surrounding area and

reseeded at 12 lbs /acre with the following native grass seeds:
1. Crested Wheat Grass (4 lbs / acre)
2. Needle and Thread Grass (4 lbs / acre)
3. Rice Grass (4 lbs / acre)

c. Reclaimed areas receiving incidental disturbance during the life of the producing well

will be re-contoured and reseeded as soon as practical.

d. The Operator will control noxious weeds along access road use authorizations,pipelineroute

authorizations, well sites, or other applicable facilitiesby spraying or mechanicalremoval. A

list of noxious weeds may be obtained from the BLM or the appropriate County Extension

Office. On BLM administered land, it is required that a Pesticide Use Proposalbe submitted

and approved prior to the application of herbicides, pesticides or possibly hazardous

chemicals.

e. Prior to final abandonment of the site, all disturbed areas, including the access road, will be

scarified and left with a rough surface. The site will then be seeded and/or planted as

prescribed by the BLM. The BLM recommended seed mix will be detailed within their

approval documents.

11. Surface and Mineral Ownership:

a. Surface Ownership - Federal under the management of the Bureau of Land Management - Vernal

Field Office, 170 South 500 East, Vernal, Utah 84078; 435-781-4400.

b. Mineral Ownership - Federal under the management of the Bureau of Land Management - Vernal

Field Office, 170 South 500 East, Vernal, Utah 84078; 435-781-4400.

12. Other Information:

a. AIA Archaeological has conducted a Class III archeological survey. A copy of the report has

been submitted under separate cover to the appropriate agencies by AIA ArchaeologicaL

b. Alden Hamblin has conducted a paleontological survey. A copy of the report has been
submitted under separate cover to the appropriate agencies by Alden Hamblin.

c. Our understanding of the results of the onsite inspection are:

a. No Threatened and Endangered flora and fauna species were found during the onsite
inspection.

b. No drainage crossings that require additional State or Federal approval are being
crossed.

c. The original APD submission was returned by the BLM on 3-27-06 because of its

location within the NSO area. The well site has been relocated slightly and the
lease pre-dates the NSO stipulation so the well is being resubmitted in a mutually

agreed upon location at this time.

d. By relocating the wellsite slightly, minimizing and staining of cut and fill slopes,

and utilizing tow-profileequipment it was determined that the proposed RBU 13-

17E project would not negatively impact the viewshed of the Green



13. Operator's Representative and Certification

Title Name Office Phone
Company Representative (Roosevelt) Ken Secrest 1-435-722-4521

Company Representative (Oklahoma) Barbara Lester 1-405-749-5237

Agent for Dominion Don Hamilton 1-435-637-4075

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drill site and access route; that I am familiar with the conditions which currently exists; that
the statements made in this APD package are, to the best of my knowledge, true and correct;
and that the work associated with the operations proposed herein will be performed by
Dominion Exploration & Production, Inc. and its contractors and subcontractors in
conformity with this APD package and the terms and conditions under which it is approved. I
also certify responsibility for the operations conducted on that portion of the leased lands
associated with this application, with bond coverage being provided under Dominion's BLM
bond. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Signature: ern. Date:



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITorCA AGREEMENTNAME:Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below current bottom-hole depth, reenter plugged wells, os todrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OILWELL GAS WELL 2 OTHER 8. WELLNAMEand NUMBER:

SEE ATTACHED
2. NAMEOFEnPERATOR:DC. 9. A EM

TACHED
3. ADDRESS OF OPERATOR: 810 Houston Street PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

orrv Fort Worth er«re TX z:P76102 (817) 870-2800 Natural Buttes
4. LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date workwillstart: CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGANDABANDON VENTOR FLARE
SUBSEQUENT REPORT CHANGEWELLNAME PLUGBACK WATER DISPOSAL(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFFDate of work completion:
COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER:
CONVERTWELLTYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Cleady show all pertinent details including dates, depths, volumes, etc.

Effective July 1, 2007, XTO Energy Inc. has purchased the wells listed on the attachment from:

Dominion Exploration & Production, Inc.
14000 Quail Springs Parkway, Suite 600
Oklahoma City, OK 73134

James D. Abercrombie
Sr. Vice President, General Manager - Western Business Unit

Please be advised that XTO Energy Inc. is considered to be the operator on the attached list and is responsible
under the terms and conditions of the lease for the operations conducted upon the fease lands. Bond coverage
is provided by Nationwide BLMBond #104312750 and Deþartment of Natural Resources Bond #104312762.

NAME(PLEASE PRINT) Win S. Ryân, ,,I TITLE Sr. Vice President - Land Administration

SIGNATURE DATE 7/31/2007

(This space for State use only)

mROVED J /0¶
RECEIVED

(5/2000) ÛÎVÎSlon of 011,GasandMining (See Instructionson Reverse Side) DN.0FOIL,GAS&MINING
EadeneRussell, Engineering



UnitedStates Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office TAKE PRIDE*
P.O. Box 45155 IN gg CA

Salt Lake City, UT 84145-0155

INREPLYREFER TO
3180
UT-922

Dominion Exploration & Production, Inc.
Attn: James D. Abercrombie
14000 Quail Springs Parkway, #600
Oklahoma City, OK 73134-2600

August 10, 2007

Re: River Bend Unit
Uintah County, Utah

Gentlemen:

On August 8, 2007, we received an indenture dated June 30, 2007, whereby DominionExploration
& Production, Inc. resigned as Unit Operator and XTO Energy Inc. was designated as Successor
Unit Operator for the River Bend Unit, Uintah County, Utah.

This indenture was executed by all required parties and the signatory parties have complied with
Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective August 15,
2007. In approving this designation, the Authorized Officer neither warrants nor certifies that the
designated party has obtained all required approval thatwouldentitle ittoconduct operations under
the River Bend Unit Agreement.

Your statewide oil and gas bond No. UTBOOO138will be used to cover all operations within the
River Bend Unit.

It is requested that you notifyall interested parties of the change in unit operator. Copies of the
approved instruments are being distributed to the appropriatefederal offices,with one copy returned
herewith.

Sincerely,

/s/ Greg J. Noble

Greg J. Noble
Acting Chief, Branch of Fluid Minerals

Enclosure
RECEIVED
AUG162007

DIVOFOIL,



STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL,GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: SEE ATTACHED LIST

API number:
Location: Qti-Qtt: Section Township Rang;e

Company that filed original application: DOMINIONE&P

Date original permit was issued:

Company that permit was issued to: DOMINIONE&P

Check Desired Action:
one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies thatthe information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

if located on private land, has the ownership changed?

Is ae g eÃb
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permittingor operation of this
proposed well?
Have there been any changes to the access route includingownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drilling changed?

Have there been any physical changes to the surface location or access route which willrequire a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No. 104312762 /

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with
necessary supporting information as required.

Name (pleas LLY C. P K S Title REGULATORYCOMPLIANCETECH

Signature Date 08/27/2007

Representing (compa y name) XTO ENERGY INC.

The person signing this form must have legal authority to represent the company or individual(s) to be listed as tÑenew operator on the Application for
Permit to Drill.



N1095 DOMINIONE and P, INC. to N2615 XTO ENERGY, INC.

RIVER BEND UNIT

api well name qtr qtr sec twp rng lease_num entity Lease well stat
4304736202 RBU 2-20E NWNE 20 100S 190E U-03505 Federal GW APD
4304736203 RBU 15-20E SWSE 20 100S 190E U-03505 Federal GW APD
4304736204 RBU 10-20E NWSE 20 100S 190E U-03505 Federal GW APD
4304736205 RBU 14-21E SESW 21 100S 190E U-013766 Federal GW APD
4304736295 RBU 10-21E NWSE 21 100S 190E U-013766 Federal GW APD
4304736426 RBU 7-9E NWSE 09 100S 190E U-03505 Federal GW APD
4304736430 RBU 16-20E SESE 20 100S 190E U-03505 Federal GW APD
4304736431 RBU 13-21E SESE 20 100S 190E U-013766 Federal GW APD
4304736606 RBU 14-11F SESTV 11 100S 200E U-7206 Federal GAV APD
4304737032 RBU 1-4E NENE 04 100S 190E U-013792 Federal GW APD
4304737423 RBU 2-21F SWSE 16 100S 200E U-013793-A Federal OW APD
4304737569 RBU 14-15F SESW 15 100S 200E U-7206 Federal OW APD
4304737648 RBU 6-4E SWNE 04 100S 190E U-013792 Federal GW APD
4304737649 RBU 12-17E NWSW 17 100S 190E U-03505 Federal GW APD
4304737650 RBU 13-17E SWSW 17 100S 190E U-03505 Federal GW APD
4304737651 RBU 6-23E SENW 23 100S 190E U-013766 Federal GW APD
4304737652 RBU 7-16F SWNE 16 100S 200E U-7206 Federal GW APD
4304737748 FU3tl 14-16F STVSE 16 100S 200E U-7206 Federal (19V JUPD
4304738341 IUBLJ15-21E STVSE 21 100S 190E 11013766 Federal CivV ikPD
4304738544 RBU 18-24E SWSE 13 100S 190E U 013794 Federal GW APD
4304738545 RBU 19-24E SWSE 13 100S 190E U 013794 Federal GW APD
4304738546 RBU 25-13E NWSE 13 100S 190E U-013765 Federal GW APD
4304738547 RBU 31-13E NWSE 13 100S 190E U-013765 Federal GW APD
4304738549 RBU 17-24E NWNW 19 100S 200E U-013794 Federal GW APD
4304738550 FU3U18-19F 14F149V 19 100S 200E U013769-A Federal (ITV AUPD
4304738551 RBU 19-19F NWNW 19 100S 200E U 013769-A Federal GW APD
4304738552 RBU 20-19F NWNW 19 100S 200E U 013769-A Federal GW APD
4304738553 RBU 23-19F NENW 19 100S 200E U013769-A Federal GW APD
4304738554 RBU 21-18F NWSW 18 100S 200E U013769-A Federal GW APD
4304738582 RBU 17-10E NWNE 10 100S 190E U-013792 Federal GW APD
4304738583 RBU 18-10E NWNE 10 100S 190E U-013792 Federal GW APD
4304738584 RBU 27-10E SWSE 10 100S 190E U-013792 Federal GW APD
4304738585 RBU 26-10E NESE 10 100S 190E U-013792 Federal GW APD
4304738586 RBU 25-10E NESE 10 100S 190E U-013792 Federal GW APD
4304738587 RBU 23-10E NESE 10 100S 190E U-013792 Federal GW APD
4304738588 FU3tl22-10E SiVT49V 10 100S 190E 0-035316 Federal GNV ACPD
4304738589 RBU 21-14E NWSW 14 100S 190E U-013792 Federal GW APD
4304738590 RBU 27-14E NWSW 14 100S 190E U-013792 Federal GW APD4¯ŠÒ4738591

RBU 25-14E NESE 14 100S 190E U-013792 Federal GW APD
4304738592 RBU 24-14E NENE 14 100S 190E U-013792 Federal GW APD
4304738593 RBU 23-14E SENW 14 100S 190E U-013792 Federal GW APD
4304738594 RBU 30-10E NENW 15 100S 190E U-013792 Federal GW APD
4304738597 RBU 18-15E NENW 15 100S 190E U-013766 Federal GW APD
4304738598 RBU 20-14E SENE 15 100S 190E U-013792 Federal GW APD

1



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 7/1/2007

FROM: (oldOperator): TO: ( New Operator):
N1095-Dominion Exploration & Production, Inc N2615-XTO Energy Inc

14000 QuailSprings Parkway, Suite 600 8 10 Houston St
Oklahoma City, OK 73134 Fort Worth, TX 76102

Phone: 1 (405) 749-1300 Phone: 1 (817) 870-2800

CA No. Unit: RIVER BEND
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
SEE ATTACHED LIST

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 8/6/2007
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 8/6/2007
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 8/6/2007
4a. Is the new operator registered in the State of Utah: Business Number: 5655506-0143

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
Sb. Inspections of LA PA state/fee well sites complete on: n/a
5c. Reports current for Production/Disposition & Sundries on: ok
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on:
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on:
9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 9/27/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 9/27/2007
3. Bond information entered in RBDMS on: 9/27/2007
4. Fee/State wells attached to bond in RBDMS on: 9/27/2007
5. Injection Projects to new operator in RBDMS on: 9/27/2007
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 9/27/2007
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTB000138
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number 104312762
3b. The FORMER operator has requested a release of liability from their bond on: 1/23/2008

The Division sent response by letter on:
LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on:
COMMENTS:

XTO- RIVER BEND (DOMINION) FORM A.xls



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING 5. LEASE DESIGNATIONANDSERIAL NUMBER:
U-03505

SUNDRY NOTICES AND REPORTS ON WELLS 6. I NDIAN,ALLOTTEEOR TRIBE NAME:

7. UNITor CA AGREEMENT NAME:
Do not use We fann for pmposals to ddll newweis, signincandy deepen exisung weis below cunent boinm-hole depih, menterplugged wells,od° River Bend Unitdrill hodzontal laterals. Use APPLICATIONFOR PERMIT TO DRILLfonn for suchpmposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER RBU 13-17E

2 NAMEOF OPERATOR: 9. API NUMBER:

XTO Energy, Inc. 4304737650
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

P.O. Box 1360 Roosevelt UT 84066 (435) 722-4521 Natural Buttes
4 LOCATION OF WELL

FOOTAGES AT SURFACE: 548' FSL &894' FWL, SWl4 SWl4, COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWSW 17 10S 19E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^c- O DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Appmximam ene wak wm sart CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

1/15/2007 CHANGETO PREVIOUS PLANS O OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELLNAME O PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date or work completion:

O COMMINGLEPRODUCING FORMKDONS RECLAMATIONOF WELLSITE OTHER: Well site Relocation
O CONVERT WEU. TYPE O RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

The RBU 13-17E well site has been relocated 31.9' southwest to accommodate a new transmissionpipeline corridor traversing
the area. AIIother aspects of the pad and drillingprogram remain the same. Additional culturaland paleontological resources
inventories are not anticipated since the relocation is entirely withinthe previously cleared area with an adequate buffer.

The new location for the wellsite is:
531' FSL & 867' FWL, SWl4 SWl4, Section, 17, T10S, R19E, SLB&M gg / Flo

Attached please find an updated Exhibit 'A' and 'B' and an updated surface use plan to replace those previously submitted
within the APD on May 18, 2007.

FILECOPY
NAME(PLEASE PRINT) Don Hamilton TITLE Agent for XTO Energy, Inc.

SIGNATURE DATE 11/26/2007

al....=•••rs - t tah Division



Fenn3160-3 FORMAPPROVED
(Febnmy2005) OMBNo10044137

ExpiresMarch31, 2007
UNITED STATES

DEPARTMENTOF THE INTERIOR 5. LeaseSerialNo
U-03505

BUREAUOF LAND MANAGEMENT

APPLICATIONFOR PERMIT TO DRILLOR REENTER
ti If Indian,Alloteeor TribeName

N/A

O 7 IfUnitor CA Agreement,Nameand No.
la. Type of work: DRILL REENTER

River Bend Unit

8. LeaseNameandWellNo.
Ib. Typeof Well: Od Wd Gæ Well O&m SingleZone MultipleZone RBU 13-17E

1 Nameof Operator 9 API WellNo.
XTO Energy, Inc. 43-047-37650

3a. Address PO Box 1360; 978 North Crescent 3b PhoneNo.(ixtu± mm me) 10 FieldandPool,orExploratory
Roosevelt, UT 84066 435-722-4521 Natural Buttes

4 Locationof Well(Report tomdanclemfy amiin madmo wah my Sm repseme *) Il. Sec.,T.R.M. or Blk.andSurveyorArea

Ata 531' FSL & 867 FWL, SW/4 SW/4,

At proposedprod.zone
Section 17, T108, R19E, SLB&M

14 Distanceinmiles ad directionfromnearest townory cGice* 12.Countyor Parish 13.State
11.53 miles southwest of Omray, Utah Utatah UT

15 Disincefrom¡roposed* 16. No.of acresinlease 17. SpacingUnitdedicatedto thiswell
location10nearest
propertyor leaseline,it
(Alsotoncatestdrig unitIme,if any) 531' 1,057.35 acres 40 acres

18 Distancefrom location* 19. ProposedDepdi 20. BLM/BIABond Na on file
tonearestwell, dnlling,completed,
applied for,on this lease,ft. 1,140' 8,625' WY 3322

21 Elevations(ShowwhetherDF,KDB, RT,GL,cic.) 22 Approximatedatework will start* 21 Estimatedduration
4,965' GR 01/15/2008 14 days

24. Attachments
Thefollowing,completedinaccordancewiththerequirements of OnshoreOilandGasOrderNo.1,must beattachedb thisfann:

1. Wellplateettifiedbya registered surveyor. 4. Bondto coverthe operationsunlesscovered by anexistingbondon file(see
1 ADrillingPlan. 11-20 above)
3. A SurfaceUse Pim (if the locationis on NationalForestSystemLands,the 5. Operatorcertification

SUPO must befiledwiththeappropriateForestServiceOffice). 6. Suchother site specific informationand/orplansas may be required bythe
BLM.

25. Signature . Name(Printed¶ped) Date
Don Hamilton 11/26/2007

Tide
Agent for XTO Energy, Inc.

Approvedby (Sigmnue) Name(Printed¶ped) Date

Tide Ollice

Applicationapprovaldoesnotwarrantor certifythattheapplicantholdslegalorequitabletidelo thoserights inthesubjectleasewhichwouldentidetheapplicantto
conductoperationsthereon.
Conditionsof approval,if any,areattached.

Tide 18U.S.C.Section1001andTide43 U.S.C.Section1212,makeit a crime foranypersonknowmglyandwillfully tomaketo any departmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatementsorrepresentationsas toanymatterwithin itsjurisaiction.

*(Instructions on page 2)

RECEIVED
NOV29 2007

DIV.0FOIL,GAS&



XTO ENERGY, INC.T10S, Ri9E, S.L.B.&M. Well location, RBU #13-17E, located as shown

I in the SW 1/4 SW 1/4 of Section 17, T10S,Sec. 7 Sec. 8 R19E, S.L.B.&M., Uintah County Utah.
BASIS OF ELEVATIONS89°JS'49"W

- 2618.34' (Meas.) SO9°J9'14"W
- 26J9.67' (Meas.)

SPOT ELEVATIONAT THE SOUTHWEST CORNER OF SECTION792'.900 (Gr.L.O 56H
P

ap ,6H
,

PRC,* 20, T10S, R20E, S.L.B.&M. TAKEN FROM THE BIG PACK0.4' High, Mound of Stones of stones MTN. NW QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTEof stones
QUAD.(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED
STATES DEPARTMENT OF THE INTERIOR, GEOLOGICAL
SURVEY. SAID ELEVATIONIS MARKEDAS BEING5251
FEET

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

I

N

I 1956 Brass Cap o1956 &ass Ca?
0.5' High, Pile1.2' High, Mound
of Stoesof Simes

a- -- -----s---

SCALE

THISIS TO CERTIFYTHATTHE ED FROMFIELD NOTES OF ACTUALSUR BY M MY
SUPERVISIONANDTHAT THE TR4 AND T TO THE
BEST OF MY KNOWLEDGEA • Í ig

RBU /1J-17E
E TE DS

867'
Elev. Ungraded Ground = 4965'

rass aros, ce, Revised: 11-13-07 L.K. TION NO 13
- 1956 &ass Cep 0.7 H¢, Læge levised: 2-20-07 K.G. « OF1.0' H , Læge PRe of Stoer. ÄÙPWe of Stones At Sime

i i UnriAH ENGINEERING &c I..AND SURVEYING1956 Bross cop SB9°J6'08"W
- 2676.12' (Meas.) S89 38'05"W - 2652.26' (Meas.) 85 SOUTH 200 EAST - VERNA UTAH 84078", uoana

(NAD 83) (436) 789-1017LEGEND: LATITUDE= 39°56'28.66" (39.941294) SCALE DATE SURVEYED: DATEDRAWN:LONGITUDE= 109'48'46.52" (109.812922) 1" = 1000' 03-14-05 03-17-05=
90° SYMBOL

PARTY REFERENCES(NAD 27)
M.A. C.R. D.R.B. G.L.O. PLAT

O = PROPOSED WELL HEAD· LATlTUDE= 39'56'28.79" (39.941331) WEATHER FILEA = SECTIONCORNERSLOCATED. LONGITUDE= 109°48'44.00" (109.812222) COOL XTO ENERGY,



XTO ENERGY, INC.
LOCATIONLAYOUT FOR or

. RBU #13-17E %,
o SECTION 17, T10S, R19E, S.L.B.&M. ce

531' FSL 867' FWL

SCALE: 1" = 50' - 65' 8 E-2.7' Sto. J+55
DATE: 11-13-07

i\ < r B. 6J. O InyDrawn By L.K.
o Round Corn

as Heeded

NOTE: .

-

.

Flore Pit is to be /ocated
a min. of 100' from the
We// Head.

g¡t Back
Res ¡s Stockp

11111\

ARE P/T PIPE RACKS

C-11.
(

¯

E/. 67.9 C-0.8
(btm. p/t) i 20 WlDEBENCH 6 D C-2.2 E/. 66.5'

27 DOG HOUSEc
100 135' Sta. 1+80

E-5.5'Total P/t Capac/ty
- w/2' or Frewoory - 8. 60.2
- - 10,750 Bb/s. ±

Total Pit Volurne . II
.

E/. 6&2
- J.rzo co- Ys. •. C-2.5

-0) PUMP

MUD SHED
TOILETO

- - HOPPER Approx.o ---

Toe of
POWER Fill Slope

RESERVE P/TS TR SH
(8' Deep) TOOLS

FUEL

20' WIDE BENCH
B. 73.5' C-6.1' STORAGEC-15.8' E/· 71-8°

TANK
(btm. pit) i o C- Z5'3

E 73.2' Sta. 0+00 ¯

,

Approx. Q-g J' I
Top of g 7, p- ---

Cut Slope
Proposed Access
Road

Dev. Ungraded Ground at Location Stake = 4966.5'
UINTAH ENGINEERING & LAND St/RV YINGElev. Graded Ground at Location Stoke = 4965.7 86 So. ß00 East * Vernal, Utah 84078 * (485)





XTO ENERGY, INC.
RBU #13-17E

LOCATED IN DINTAH COUNTY, UTAH
SECTION 17, T10S, R19E, S.L.B.&M.

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHEASTERLY

TT T

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHWESTERLY

' UintahEngineering & Land Surveying I OCATIONPIIOTos 03 17 05 PHOTO
85 South 200 East Vemal, Utah 84078 410NTH DAY YEiR

sue i ,, 435-789-1017 uels@uelsinc.com TAKENBY:B.B. DRAWNBY:GF REVISED:



T9S
T10S

PROPOSED LOCATION.
RBU #13 E

SEE TOPO "B"

LEGEND: XTO ENERGY, INC.
PROPOSED LOCATION N RBU #13-17E

SECTION 17, T10S, R19E, S.L.B.&M.
531' FSL 867' FWL

E Uintah Engineering & Land Surveying TOPOGR A PH I c 03 17 05
.sa

so-oxou a e ver I, ta a M A P ONT DAY YEAR
SCALE:1:100,000 DRAWNBY:C.P. ISED:
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18 19 r
EE Snider

PROPOSED LOCATION:
RBU #13-17E

Syd.

BAT

LEGEND: XTO ENERGY, INC.
EXISTING ROAD N RBU #13-17E

----------- PROPOSED ACCESS ROAD SECTION 17, T10S, R19E, S.L.B.&M.
-------- EXISTING 2-TRACK NEEDS UPGRADED

-
531' FSL 867' FWL

Uintah Engineering & Land Surveying TOPOGR A PH I C 03 17 05 a85 South 2OO East Vernal, Utah 84078 M A P þ(435) 789-1017 * FAX (435) 789-1813 IONT DAY YEAR

SCALE:1" = 2000' DRAWNBY:C.P. REVISED:
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7E

B-17E

1

PROPOSED LOCATION:
RBU #13-17E neu .

A

28 T

7E

LEGEND: XTO ENERGY, INC.
p' DISPOSAL WELLS WATER WELLS N RBU #13-17E
e PRODUCING WELLS ABANDONED WELLS SECTION 17, T10S, RI9E, S.L.B.&M.

SHUT IN WELLS # TEMPORARILY ABANDONED 531' FSL 867' FWL

E Uintah Engineering & Land Surveying TOPOGR A PH I C 03 1 0585 South 200 East Vernal, Utah 84078 I À $ MONT DAY YEAR(435) 789-1017 * FAX (435) 789-1813

SCALE:1" = 2000' DRAWNBY:C.P. REVISED:



T10S
,

'
- R

E

PROPOSED LOCATION:
RBU #13-17E \

APPROXIMATE TOTAL PIPELINE DISTANCE = 2,400' /-
LEGEND: XTO ENERGY, INC.

PROPOSED ACCESS ROAD N RBU #13-17E
EXISTING 2-TRACK NEEDS UPGILtBED

----------- PROPOSED PIPEl INE SECTION 17, T10S, R19E, S.L.B.&M.
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XTO ENERGY, INC.
RBU #13-17E

SECTION 17, T10S, R19E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE
HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN A
SOUTHERLY, THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 9.1
MILES ON THE SEEP RIDGE ROAD TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTH; TURN RIGHT AND PROCEED IN A
SOUTHERLY DIRECTION APPROXIMATELY 2.8 MILES TO THE JUNCTION OF
THIS ROAD AND AN EXISTING ROAD TO THE WEST; TURN RIGHT AND
PROCEED IN A WESTERLY, THEN SOUTHWESTERLY DIRECTION
APPROXIMATELY 0.5 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE NORTH; TURN RIGHT AND PROCEED IN A
NORTHERLY, THEN SOUTHWESTERLY DIRECTION APPROXIMATELY 2.8
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
NORTHWEST; TURN RIGHT AND PROCEED IN A NORTHWESTERLY
DIRECTION APPROXIMATELY 2.1 MILES TO THE JUNCTION OF THIS ROAD
AND AN EXISTING ROAD TO THE NORTH; TURN RIGHT AND PROCEED IN A
NORTHERLY, THEN NORTHWESTERLY, THEN SOUTHWESTERLY DIRECTION
APPROXIMATELY 3.3 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTHEAST; TURN LEFT AND PROCEED IN A
SOUTHEASTERLY, THEN SOUTHERLY DIRECTION APPROXIMATELY 1.4
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
NORTHWEST; TURN RIGHT AND PROCEED IN A NORTHWESTERLY
DIRECTION APPROXIMATELY 2.4 MILES TO THE JUNCTION OF THIS ROAD
AND AN EXISTING TWO-TRACK ROAD TO THE NORTHWEST; TURN LEFT
AND PROCEED IN A NORTHWESTERLY, THEN SOUTHWESTELRY DIRECTION
APPROXIMATELY 0.35 MILES TO THE BEGINNING OF THE PROPOSED
ACCESS TO THE NORTHWEST; FOLLOW ROAD FLAGS IN A
NORTHWESTERLY DIRECTION APPROXIMATELY 200' TO THE PROPOSED
LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 55.8



SURFACE USE PLAN

CONDITIONS OF APPROVAL

Name of Operator: XTO Energy, Inc.
Address: P.O. Box 1360; 978 North Crescent

Roosevelt, Utah 84066
Well Location: RBU 13-17E

531' FSL & 867' FWL, SW/4 SW/4,
Section 17-10S-19E

Uintah County, UT

The dirt contractor will be provided with an approved copy of the surface use plan of operations
before initiating construction.

The BLM onsite inspection for the referenced well was conducted on Wednesday, December 14, 2005 at
approximately 1:30 pm. In attendance at the onsite inspection were the following individuals:

Karl Wright Nat. Res. Prot. Spec. Bureau of Land Management - Vernal
Todd McGrath Wildlife Biologist Bureau of Land Management - Vernal
Ken Secrest Regulatory Coordinator XTO Energy, Inc.
Brandon Bowthorpe Surveyor Uintah Engineering & Land Surveying
Jonathan Karran Surveyor's Helper Uintah Engineering & Land Surveying
Randy Jackson Foreman Jackson Construction
Billy McClure Foreman La Rose Construction
Don Hamilton Agent Buys & Associates, Inc.

The BLM visual resources onsite inspection for the referenced well was conducted on Wednesday, November
8, 2006 at approximately 11:30 am. In attendance at the onsite inspection were the following individuals:

Karl Wright Nat. Res. Prot. Spec. Bureau of Land Management - Vernal
Kim Bartell Recreation Planner Bureau of Land Management - Vernal
Ken Secrest Regulatory Coordinator XTO Energy, Inc.
Don Hamilton Agent Buys & Associates, Inc.

1. Existing Roads:

a. The proposed well site is located approximately l 1.53 miles southwest of Ouray, UT.

b. Directions to the proposed well site have been attached at the end of Exhibit B.

c. The use of roads under State and County Road Department maintenance are necessary to
access the River Bend Unit. However, an encroachment permit is not anticipated since no
upgrades to the State or County Road system are proposed at this time.

d. All existing roads will be maintained and kept in good repair during all phases of operation.

e. Vehicle operators will obey posted speed restrictions and observe safe speeds commensurate
with road and weather conditions.

f. An off-lease federal right-of-way is not anticipated for the access road or utility corridor
since both are located within the existing River Bend Unit



2. Planned Access Roads:

a. From the existing RBU 15-17E access road an existing bladed road upgrade is proposed
trending northwest then southwest approximately 0.36 miles to a point where new access
begins. A new access is proposed from the existing bladed scar and trends southwest
approximately 200' to the proposed well site. The access consists of mostly existing bladed
road upgrade with 200' of new disturbance and crosses no significant drainages.

b. A road design plan is not anticipated at this time.

c. The proposed access road will consist of a 24' travel surface within a 30' disturbed area
across BLM lands.

d. BLM approval to construct and utilize the proposed access road is requested with this
application.

e. A maximum grade of 10% will be maintained throughout the project with minor cuts and fills
required to access the well.

f. No low water crossings and no culverts are anticipated. Adequate drainage structures will be
incorporated into the road.

g. No surfacing material will come from federal or Indian lands.

h. No gates or cattle guards are anticipated at this time.

i. Surfacedisturbance and vehicular travel will be limited to the approved locationaccessroad.

j. All access roads and surfàce disturbing activities will conform to the standardsoutlinedinthe
Bureau of Land Management and Forest Service publication: Surface Operating Standards
for Oil and Gas Exploration and Development, (1989).

k. The operator will be responsible for all maintenance of the access road including drainage
structures.

3. Location of Existing Wells:

a. Exhibit B has a map reflecting these wells within a one mile radius of the proposed well.

4. Location of Production Facilities:

a. All permanent structures will be painted a flat, non-reflective Carlsbad Canyon to match the
standard environmental colors. All facilities will be painted within sixmonthsof installation.
Facilities required to comply with the Occupational Safety and Health Act (OSHA) may be

excluded.

b. Site securityguidelines identified in 43 CFR 3163.7-5 and Onshore Oil and Gas OrderNo. 3
will be adhered to.

c. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurementshallcomply
with the provisions of 43 CFR 3162. 7-3, Onshore Oil and Gas Order No. 5, and American
Gas Association (AGA) Report No.



d. A tank battery will be constructed on this lease, it will be surrounded by a dike of sufficient
capacity to contain the storage capacity of the largest tank. All loading lines and valves will
be placed inside the berm surrounding the tank battery. All liquid hydrocarbons production
and measurement shall conform to the provisions of43 CFR 3162.7-3 and Onshore Oil and
Gas Order No. 4 and Onshore Oil and Gas Order No. 5 for natural gas production and
measurement.

e. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

f. All access roads will be maintained as necessary to prevent erosion and accommodate year-
round traffic. The road will be maintained in a safe useable condition.

g. The site will require periodic maintenance to ensure that drainages are kept open and free of
debris, ice, and snow, and that surfaces are properly treated to reduce erosion, fugitive dust, and
impacts to adjacent areas.

h. A pipeline corridor containing a single steel gas pipeline and a single steel or poly pipe water
pipeline is associated with this application and is being applied for at this time. The proposed
pipeline corridor will leave the northeast side of the well site and traverse 2,400' east to the
existing RBU 15-17EX pipeline corridor

i. The gas pipeline will be a 12" or less buried line and the water pipeline will be a 12" or less
buried line within a 45' wide disturbed pipeline corridor. Construction of the pipeline corridor
will temporarily utilize the 30' disturbed width for the road for a total disturbed width of75' for
the road and pipeline corridors. The use of the proposed well site and access roads will facilitate
the staging of the pipeline corridor construction. A new buried pipeline corridor length of
approximately 2.400' is associated with this well.

j. XTO Energy, Inc. intends to bury the pipeline where possible and connect the pipeline together
utilizing conventional welding technology.

5. Location and Type of Water Supplv:

a. The location and type of water supply has been addressed as number 11 within the previous
drilling plan information.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from Ute Tribal or BLM lands.

c. If any gravel is used, it will be obtained from a state approved gravel pit.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

b. Drill cuttings will be contained and buried on



c. The reserve pit will be located outboard of the location and along the south side of the pad.

d. The reserve pit will be constructed so as not to leak, break, or allow any discharge.

e. The reserve pit will be lined with 16 mil minimum thickness plastic nylon reinforced liner
material. The liner will overlay a felt liner pad only if rock is encountered duringexcavation.
The pit liner will overlap the pit walls and be covered with dirt and/or rocks to hold it in
place. No trash, scrap pipe, etc., that could puncture the liner will be disposed of in the pit.
Pit walls will be sloped no greater than 2:1. A minimum 2-foot freeboard will be maintained
in the pit at all times during the drilling and completion operation.

f. The reserve pit has been located in cut material. Three sides of the reserve pit will be fenced
before drilling starts. The fourth side will be fenced as soon as drilling is completed, and
shall remain until the pit is dry. After the reserve pit has dried, all areas not needed for
production will be rehabilitated.

g. No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount
greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling, testing, or completion of the well. Furthermore, no
extremelyhazardous substances, as defmed in 40 CFR 355, in threshold planning quantities,
will be used, produced, stored, transported, or disposed of in association with the drilling,
testing, or completion of the well.

h. Trash will be contained in a trash cage and hauled away to an approved disposal site as
necessary but no later than at the completion of drilling operations. The contents ofthe trash
container will be hauled off periodically to the approved UintahCountyLandfill near Vernal,
Utah.

i. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt wateror
other produced fluids will be cleaned up and removed.

j. After initial clean-up, a 400 bbl tank will be installed to contain produced waste water. This
water will be transported from the tank to an approved XTO Energy, Inc. disposal well for
disposal.

k. Produced water from the production well will be disposed of at the RBU 13-11F or RBU 16-
19F disposal wells in accordance with Onshore Order #7.

1. Any salts and/or chemicals, which are an integral part ofthe drilling system, will be disposed
of in the same manner as the drilling fluid.

m. Sanitary facilities will be on site at all times during operations. Sewage will be placed in a
portable chemical toilet and the toilet replaced periodically utilizing a licensed contractor to
transport by truck the portable chemical toilet so that its contents can be delivered to the
Vernal Wastewater Treatment Facility in accordance with state and county regulations.

8. Ancillary Facilities:

a. Garbage Containers and Portable Toilets are the only ancillary facilities proposed in this



9. Well Site Layout: (See Exhibit B)

a. The well will be properly identified in accordance with 43 CFR 3162.6.

b. Access to the well pad will be from the east.

c. The pad and road designs are consistent with BLM specification

d. A pre-constmetion meeting with responsible company representative, contractors, and the
BLM will be conducted at the project site prior to commencement of surface-disturbing
activities. The pad and road will be construction-staked prior to this meeting.

e. The pad has been staked at its maximum size; however it will be constmeted smaller if
possible, depending upon rig availability. Should the layout change, this application will be
amended and approved utilizing a sundry notice.

f. All surface disturbing activities, will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in the
approved plans.

g. All cut and fill slopes will be such that stability can be maintained for the life ofthe activity.

h. Diversion ditches will be constructed as shown around the well site to prevent surfacewaters
form entering the well site area.

i. The site surface will be graded to drain away from thepit to avoid pit spillage during large
storm events.

j. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow on
the uphill side of the location to prevent any possible contamination. All topsoil will be
stockpiled for reclamation in such a way as to prevent soil loss and contamination.

k. Pits will remain fenced until site cleanup.

I. The blooie line will be located at least 100 feet from the well head.

m. Water injection may be implemented if necessary to minimize the amount of fugitive dust.

10. Plans for Restoration of the Surface (Interim Reclamation and Final Reclamation):

a. Site reclamation for a producing well will be accomplished for portions of the site not
required for the continued operation of the well.

b. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with 43
CFR 3162.7-1.Once the reserve pit is dry, the plastic nylon reinforced liner shall be torn and
perforated before backfilling of the reserve pit. The reserve pit and that portion of the
location not needed for production facilities/operations will be re-contoured to the
approximate natural contours.

c. Following BLM published Best Management Practices the interim reclamation will be
completed within 90 days of completion of the well to reestablishvegetation, reduce dustand
erosion and compliment the visual resources of the area.
a. All equipment and debris will be removed from the area proposed for



reclamation and the pit area will be backfilled and re-contoured.
b. The area outside of the rig anchors and other disturbed areas not needed for the

operation of the well will be re-contoured to blend with the surrounding area and
reseeded at 12 lbs /acre with the following native grass seeds:

1. Crested Wheat Grass (4 lbs / acre)
2. Needle and Thread Grass (4 lbs / acre)
3. Rice Grass (4 lbs / acre)

c. Reclaimed areas receiving incidental disturbance during the life of the producing well
will be re-contoured and reseeded as soon as practical.

d. The Operator will control noxious weeds along access road use authorizations, pipelineroute
authorizations, well sites, or other applicable facilitiesby spraying or mechanical removal. A
list of noxious weeds may be obtained from the BLM or the appropriate County Extension
Office. On BLM administered land, it is required that a Pesticide Use Proposal be submitted
and approved prior to the application of herbicides, pesticides or possibly hazardous
chemicals.

e. Prior to final abandonment of the site, all disturbed areas, including the access road, will be
scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents.

11. Surface and Mineral Ownership:

a. Surface Ownership - Federal under the management of the Bureau of Land Management - Vernal
Field Office, 170 South 500 East, Vernal, Utah 84078; 435-781-4400.

b. Mineral Ownership - Federal under the management of the Buæau of LandManagement - Vernal
Field Office, 170 South 500 East, Vernal, Utah 84078; 435-781-4400.

12. Other Information:

a. Operators Contact Information:

Title Name Office Phone Mobile Phone e-mail

Company Rep. Ken Secrest 435-722-4521 435-828-1450 Ken Secrest@xtoenergy.com
Agent Don Hamilton 435-719-2018 435-719-2018 starpoint@etv.net

b. AIA Archaeological has conducted a Class III archeological survey. A copy ofthe report has
been submitted under separate cover to the appropriate agencies by AIA Archaeological.

c. Alden Hamblin has conducted a paleontological survey. A copy of the report has been
submitted under separate cover to the appropriate agencies by Alden Hamblin.

d. Our understanding of the results of the onsite inspection are:

a. No Threatened and Endangered flora and fauna species were found during the onsite
inspection.

b. No drainage crossings that require additional State or Federal approval are being
crossed.

c. The original APD submission was returned by the BLM on 3-27-06 because of



Iocation within the NSO area. The well site has been relocated slightly and the
lease pre-dates the NSO stipulation so the well is being resubmitted in a mutually
agreed upon location at this time.

d. By relocating the wellsite slightly, minimizing and staining of cut and fill slopes,
and utilizing low-profile equipment it was determined that the proposed RBU 13-
17E project would not negatively impact the view shed of the Green



Certification:

I hereby certify that I, or someone under my direct supervision, have inspected the drill site and
access route proposed herein; that I am familiar with the conditions which currently exists; that I am
familiar with the conditions which currently exist; that I have full knowledge of state and Federal
laws applicable to this operation; that the statements made in this APD package are, to the best ofmy
knowledge, true and correct; and that the work associated with the operations proposed hereinwill be
performed in conformity with this APD package and the terms and conditions under which it is
approved. I also certify that I, or the company I represent, am responsible for the operations
conducted under this application and that bond coverage is provided under XTO Energy, Inc's BLM
bond UTB-000138. These statements are subject to the provisions of 18 U.S.C. 1001for the flingof
false statements.

Executed this 26* day of November, 2007.

Don Hamilton - Agent for XTO Energy, Inc.
2580 Creekview Road
Moab, Utah 84532

435-719-2018



STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

U-3505
6 IF INDIAN,ALLOTTEE OR TRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

DC . arm for proposals to drill new wells, significantly deepen existing wells below current bottom-he e depth, reenter plugged we\\s, of t° River Bend Unit
drill horizontal laterals. Use APPLICATION FOR PERMlT TO DRILL form for such p-cposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER
OIL WELL GAS WELL OTHER RBU 13-17E

2.NAMEOFOPERATOR: 9.APiNUMBER

XTO Energy, Inc. 4304737650
3 ADDRE AS OF OPERAT0R PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT

P.O. Box 1360 Roosevelt CO 84066 (435) 722-4521 Natural Buttes
4 LOCATION dF WELL

FOOTAGESATSURFACE: 531' FSL & 867' FWL COUNTY Uintah

QTR/QTR, SECTlON, TOWNSHIP. RANGE, MERIDIAN. SWSW 17 10S 19E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFO'MTE CURR NT ECHMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASlNG FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORAR1LYABANDON

O CHANW I REVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit C Only)
CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion
COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Permit Extension
CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATlON

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy, Inc. hereby requests a one year extension of the state permit for the referenced well.

This is the first extension that has been requested.

Approved by the
Utah Divisionof

Oil, Gas and Mining

By:

NAME (PLEASE PRINT)
Marnie Griffin TITLE Agent for XTO Energy, Inc.

SIGNATURE DATE 11/28/2007

(This space for State use only)

con saa TOOPERMOR

000) (See Instructions on Reverse



RESET

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit e×tension)

API: 4304737650
Well Name: RBU 13-17E

Location: 531' FSL & 867' FWL
Company Permit Issued tO: XTO Energy, Inc.

Date Original Permit Issued: 1/30/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on Drivate land, has the ownership changed, if so, has the surface
agrecraent been updated? YesONo1Zl

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-

of-way, which could affect the proposed location? YesO No IZI

Has the approved source of water for drillingchanged? YesO NoO

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers this proposed well? YesŒNoO

11/28/2007

Signature Date

Title: Agent

Representing: XTO Energy,



Form3160-3 FORMAPPROVED
(Pebruary2005) OMBNo.1004-0137

ExpiresMarch31, 2007
UNITED STATES ¿D 28 i:

DEPARTMENT OF THE INTERIOR 5 LeaseSerialNo.
U-03505

BUREAU OF LAND MANAGEMENT
6 If Indian,Alloteeor TribeName

APPLICATION FOR PERMIT TO DRILLOR REENTER ,

N/A

la. Typeofwork: DRILL REENTER
2 IfUnitor CAAgreement,NameandNo.

River Bend Unit

8. LeaseNameand WellNo.
Ib. Typeof Well: Om Gas Well Other SingleZone MultipleZone RBU 13-17E

2. NameofOperator 9. API WellNo.
XTO Energy, Inc• 43-047-37650

3a. Address PO Box 1360; 978 North Crescent 3b. PhoneNo.(includearea code) 10 FieldandPool,or Exploratory
Roosevelt, UT 84066 435-722-4521 Natural Buttes

4. Locationof Well(Report location clearly andinacconlance with any Staterequwments.*) 11.Sec.,T.R.M. or Blk.andSurveyorArea

At surface 531' FSL & 867' FWL, SW/4 SW/4,

At proposedprod.zone
Section 17, TlOS, R19E, SLB&M

14. Distanceinmiles and directionfromnearest townor post office* 12.Countyor Parish 13. State
11.53 miles southwest of Ouray, Utah Uintah UT

15. Distancefromproposed* 16. No.of acresinlease 17. SpacingUnitdedicatedtothiswell
locationto nearest
properly or leaseline,ft
(Also tonearest drig.unit line,if any) 531' 1,057.35 acres 40 acres

18. Distancefromproposedlocation* 19. ProposedDepth 20. BLM/BIABond No.onfile
to nearest well, drilling,completed,
applied for,on this lease,ft. 1,140' 8,625' WY 3322

21. Elevations.(Showwhether DF,KDB, RT,GL,etc.) 22 Approximatedatework will start* . 23. Estimatedduration
4,965' GR 01/15/2008 14 days

24. Attachments
Thefollowing,completed inaccordance with therequirements of OnshoreOilandGasOrderNo.I, must be attached tothisform:

L Well platcertified bya registered surveyor. 4. Bondto coverthe operationsunless covered by anexisting bondon file (see
2. A DrillingPlan. Item20above).

3. A SurfaceUse Plan (if the locationis on NationalForestSystemLands,the 5. Operatorcertification
SUPO must be filedwith theappropriateForestServiceOffice). 6. Suchothersite specific informationand/or þ\ansas may be required bythe

BLM.

25. Signature Name(Printed/Typed) Date

Title
Ken Secrest 11/26/2007

Regulatory Coordinator for XTO Energy, Inc.

Approvedby ture) Name(Printed/Typed Date

Title Stant FISÌÔMSDSQgy Omee

1.gggg&MagygRegnages VERNALRELDOFRCE
Applicationapprovaldoes notwarrant or certifythat theapplicantholds legalorequitabletitlelo thoserightsinthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval, if any, are attached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,make ita crime forany personknowinIy andwillfully to make to any departmentor agencyof the United
f u statementsorrepre t st mttr s

APPROVALATTACHED
RECEIVED
FEBOf 2008

DIV.0F01L,GAS&



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
c 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: XTO Energy, Inc. Location: SWSW, Sec 17, T10S, R19E
Well No: RBU 13-17E Lease No: UTU-03505
API No: 43-047-37650 Agreement: River Bend Unit

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker (435) 781-4490 (435) 828-4470
Petroleum Engineer: Michael Lee (435) 781-4432 (435) 828-7875
Petroleum Engineer: James Ashley (435) 781-4470 (435) 828-7874
Petroleum Engineer: Ryan Angus (435) 781-4430 (435) 828-7368
Supervisory Petroleum Technician: Jamie Sparger (435) 781-4502 (435) 828-3913
NRS/Enviro Scientist: Karl Wright (435) 781-4484 (435) 828-7381
NRS/Enviro Scientist: Holly Villa (435) 781-4404
NRS/Enviro Scientist: (435) 781-4476
NRS/Enviro Scientist: Chuck MacDonald (435) 781-4441 (435) 828-7481
NRS/Enviro Scientist: Michael Cutler (435) 781-3401 (435) 828-3546
NRS/Enviro Scientist: Anna Figueroa (435) 781-3407 (435) 828-3548
NRS/Enviro Scientist: Verlyn Pindell (435) 781-3402 (435) 828-3547
NRS/Enviro Scientist: Darren Williams (435) 781-4447
NRS/Enviro Scientist: Nathan Packer (435) 781-3405 (435) 828-3545

Fax: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with
the applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill
including Surface and Downhole Conditions of Approval. The operator is considered fully responsible for
the actions of his subcontractors. A copy of the approved APD must be on location during construction,
drilling, and completion operations. This permit is approved for a two (2) year period, or until lease
expiration, whichever occurs first. An additional extension, up to two (2) years, may be applied
for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction Forty-Eight (48) hours prior to construction of location and access
Notgy_NRS/Enviro Scientg roads

Location Completion
- Prior to moving on the drilling rig.(Notify NRS/Enviro Scientist)

Spud Not e
- Twenty-Four (24) hours prior to spudding the well.

Casing String & Cementing Twenty-Four (24) hours prior to running casing and cementing al
(NotgSupervisory Petr&um _c
BOP & Related Equipment Tests . .

- Twenty-Four (24) hours prior to initiating pressure tests.(Notify Supervisory Petroleum Technician
. . Within Five (5) business days after new well begins or productionFirst Production Notice

- resumes after well has been off production for more than ninety(Notify PE) (99)



Page 2 of 7
Well: RBU 13-17E

1/25/2008

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

General Surface COAs

• Ifthere is an active Gilsonite mining operation within 2 miles of the well location, operator
shall notify the Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction, the operator is to
immediately stop work and contact the Authorized Officer AO. A report will be prepared by
a BLM permitted paleontologist and submitted to the AO at the completion of surface
disturbing activities.

Specific Surface COAs

• Surface Conditions of Approval or monitoring are listed in the Surface Use Plan of the
APDs.

• Within 90 calendar days of the approval date for thisApplication for Permit to Drill(APD),
the operator/lessee will submit to the Authorized Officer (AO), on Sundry Notice Form
3160-5, an Interim Surface Reclamation Plan for surface disturbance on well pads,
access roads, and pipelines. At a minimum,thiswill include the Best Management
Practice of the reshaping of the pad to the originalcontour to the extent possible; the re-
spreading of the top soil up to the rig anchor points; and, reseeding the area using
appropriate reclamation methods.

The interim seed mix for reclamation will be:

Siberian Wheat grass Agropyron sibíricum 4 lbs. per acre
Squirrel tailgrass Sitanion hystrix 4 lbs. per acre
Needle and Thread grass Stipa colmata 4 Ibs. per acre

• During operations, if any vertebrate paleontological resources are discovered, all
operations affecting such sites shall be immediately suspended, and all discoveries shall
be left intact untilauthorized to proceed by the Authorized Officer. The appropriate
Authorized Officer of the Vernal BLMoffice shall be notified within 48 hrs of the
discovery, and a decision as to the preferred alternative/course of action willbe
rendered.

• The pit will be walked down by the equipment so that no rocks will puncture the pit liner.
The pit will be approved by the construction supervisor prior to the installation of the felt
and líner. Ifadditional liner is needed it willbe added at this time.

• The pit will be double felted with a 16 millliner.

• There will be a timingrestriction for all construction and drilling activities from November
1 - March 31 to minimize disturbance during winter Eagle roosting season.

• AIItanks and permanent equipment will be placed in an area on the location that will be
least visible to the Bald eagle roosts. Low profile tanks will be will be used unless
standard tanks will not be visible from the Green
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• Where the road is visible from the Green river the cut and fillwill be stained, dyed, or
painted to blend in with the surrounding terrainand vegetation.

• Any permanent engines will be muffled to minimize noise.

• Stockpiles will be placed so that visual from the river will be minimized.

• No construction or drilling will take place between March 1 and April 30 also August 15
to October 15.

• Within 3 weeks following the completion of the well the pits will be drained, filled and
contoured to blend in with the surrounding area. Interim reclamation willbe completed
at this time. Interim seeding shall be completed in the fall. No stock piles or topsoilpiles
will be visible from the river following interim reclamation.

• Any permanent structures or facilities will be placed on the location so that theywill not
be visible from the river. Low profile tanks may be required.

• Water right numbers 49-2158 and 49-2262 will take water from the Green River and will
require the following mitigation.

o The best method to avoid entrainment is to pump from an off-channel location - one
that does not connect to the river during high spring flows. An infiltration gallery
constructed in a BLMand Service approved location is best.

o If the pump head is located in the river channel where larval fish are known to occur,
the following measures apply:

• do not situate the pump in a low-flow or no-flow area as these habitats tend to
concentrate larval fish;

• limit the amount of pumping, to the greatest extent possible, during that period of
the year when larval fish may be present; and

· limit the amount of pumping, to the greatest extent possible, during the pre-dawn
hours as larval drift studies indicate that this is a period of greatest daily activity.

o Screen all pump intakes with ¼" mesh material.

o Report any fish impinged on the intake screen to the Service (801.975.3330) and the
Utah Division of Wildlife Resources:

• Following well plugging and abandonment, the location, access roads, pipelines, and
other facilities shall be reclaimed. All disturbed surfaces shall be reshaped to
approximate the originalcontour; the top soil re-spread over the surface; and, the
surface re-vegetated. The surface of approved staging areas where construction
activities did not occur may require disking or ripping and
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DOWNHOLE CONDITIONS OF APPROVAL

SITE SPECIFIC DOWNHOLE CONDITIONS OF APPROVAL

• Production casing cement top shall be at a minimum of 200' above the surface casing
shoe.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and timeshall be reported orally to Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineerinq Technician at least 24
hours in advance of casinq cementinq operations and BOPE & casinq pressure tests.

• Blowout prevention equipment BOPE shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all
times. Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded
in the daily drilling report. Components shall be operated and tested as required by
Onshore Oil & Gas Order No. 2 to insure good mechanical working order. All BOPE
pressure tests shall be performed by a test pump with a chart recorder and by the
rig pumps. Test shall be reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out
from under the surface casing and weekly thereafter as specified in Onshore Oil & Gas
Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set
and cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. If
flowing water is encountered it must be sampled, analyzed, and a copy of the analyses
submitted to the BLMVernal Field Office.

• The operator must report encounters of all non oil & gas mineral resources such as
Gilsonite, tar sands, oil shale, trona, etc. to the Vernal Field Office, in writing, within 5
working days of each encounter. Each report shall include the well name/number, well
location, date and depth from KB or GL of encounter, vertical footage of the encounter
and, the name of the person making the report along with a telephone number should
the BLM need to obtain additional
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• A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLMoffice engineer within 30 days of the completion of the well.

• Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field
Office on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers
until the well is completed.

• A cement bond log CBL will be run from the production casing shoe to the top of cement
and shall be utilized to determine the bond quality for the production casing. Submit a
field copy of the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Weillogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover
program as approved. Safe drilling and operating practices must be observed. Any
changes in operation must have prior approval from the BLMVernal Field
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OPERATING REQUIREMENT REMINDERS:

• All wells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the
operator, lease serial number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" Oil and Gas Operations Report OGOR starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 303 231-
3650 for reporting information.

• Should the well be successfully completed for production, the BLM Vernal Field office must
be notified when it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide,
as a minimum, the following informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location ¼¼, Sec., Twn, Rng, and P.M..

o Date well was placed in a producing status date of first production for which royalty
will be paid.

o The nature of the well's production, i.e., crude oil, or crude oil and casing head gas,
or natural gas and entrained liquid hydrocarbons.

o The Federal or Indian lease prefix and number on which the well is located;
otherwise the non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees NTL4A and
needs prior approval from the BLM Vernal Field Office.

• AII undesirable events fires, accidents, blowouts, spills, discharges as specified in NTL 3A
will be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verballywithin 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" BLM Form 3160-4 shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling,workover, and/or completion operations, shall
be filed on BLM Form 3160-4. Submit with the well completion report a geologic
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including, at a minimum, formation tops, and a summary and conclusions. Also include
deviation surveys, sample descriptions, strip logs, core data, drillstem test data, and results
of production tests if performed. Samples cuttings, fluid, and/or gas shall be submitted only
when requested by the BLM, Vemal Field Office.

• Alloff-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall
have prior written approval from the BLM Vernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLM Vernal Field
Office Petroleum Engineers willbe provided with a date and time for the initial meter
calibration and all future meter proving schedules. A copy of the meter calibration reports
shall be submitted to the BLM Vernal Field Office. AIImeasurement facilities willconform to
the API standards for liquid hydrocarbons and the AGA standards for natural gas
measurement. AIImeasurement points shall be identified as the point of sale or allocation
for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be
submitted to the BLM Vernal Field Office within 30 days of installation or first production,
whichever occurs first. All site security regulations as specified in Onshore Oil & Gas Order
No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon storage tanks
will be effectively sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads,
gathering lines, batteries, etc., which will result in the disturbance of new ground, shall
require the filing of a suitable plan and need prior approval of the BLM Vernal Field Office.
Emergency approval may be obtained orally, but such approval does not waive the written
report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or
workover equipment shall be removed from a well to be placed in a suspended status
without prior approval of the BLMVernal Field Office. If operations are to be suspended for
more than 30 days, prior approval of the BLM Vernal Field Office shall be obtained and
notification given before resumption of operations.

• Pursuant to Onshore Oil &Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A
permanent disposal method must be approved by this office and in operation prior to the end
of this 90-day period. In order to meet this deadline, an application for the proposed
permanent disposal method shall be submitted along with any necessary water analyses, as
soon as possible, but no later than 45 days after the date of first production. Any method of
disposal which has not been approved prior to the end of the authorized 90-day period will
be considered as an Incident of Noncompliance and will be grounds for issuing a shut-in
order until an acceptable manner for disposing of said water is provided and approved by
this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well,
in order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" Form BLM3160-5 must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface



STATE OF UTAH FORM 9

O DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

U-03505
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drill new wells, significantly deepen existing wellsbelow currentbottom-hole depth, reenter plugged wells, or to RIVER BEND UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL O GAS WELL OTHER RBU 13-17E
2. NAMEOF OPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4304737650
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382CR3100 ciTY AZTEC STATE NM ZIP87410 (505) 333-3100 NATURAL BUTTES

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 531' FSL & 867' FWL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERlD1AN: SWSW 17 10S 19E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUClNG FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. proposes to change the surface casing per the attached document.

COPYSENTTOOPERATOR

WANETT MCCAULEY FILE CLERKSNAME(PLEASE LEE

5/16/2008

(ThisspaceforStateuseonly) Accepted by th
Utah Division of FederalApprovalOfThis



2. CASING PROGRAM:

Surface Casing: 9.625" casing set at 2200' in a 12.25" hole filled with 8.4 ppg mud
Coll Burst

Rating Rating Jt Str ID Drift SF SF SF
Interval Length Wt Gr Cplg (psi) (psi) (M-lbs) (in) (in) Coll Burst Ten
O'-2200' 2200' 36# J-55 ST&C 2020 3.66 394 8.921 8.765 2.10 3.66 4.97

4. CEMENT PROGRAM:

A. Surface: 9.625", 36#, J-55, ST&C casing to be set at 2200' in 12.25" hole.

LEAD:
±185 sx of Type V cement (or equivalent) typically containing accelerator
and LCM mixed at 11.0 ppg, 3.82 cu. ft./sk.

TAIL:
225 sx of Class G (or equivalent) typically containing accelerator and LCM
mixed at 15.8 ppg, 1.15 cu. ft./sk.

Total estimated slurry volume for the 9.625" surface casing is 956.5 ft3. Slurry
includes 35% excess of calculated open hole annular volume to



STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING

ENTITYACTIONFORM

Operator: XTO ENERGYINC. Operator Account Number: N 2615

Address: 382 CR 3100

city AZTEC

state NM zip 87410 Phone Number: (505) 333-3100

Welt 1

API Number WellName QQ Sec Twp Rng County .

4304737650 RBU 13-17E SWSW 17 10S 19E UINTAH

Action Code ñrmnt É$(ify New Entity Spud Date Entity Assignmén¼
Number lumber Effective Date

A 6/23/2008

Comments:

weilAPI
NuniŠ#t Wággeme 00 Sec Twp Rng County

Action Code CurreniŠ¾¢Ity NewEntity Spud Date Entity Assignniiht
Number Number Effective Date

Comments:

wellAPI
Number WellName Cid Sec Twp Rng County

Action Code CuiŠnt Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entityfor new well (single well only) WANETT MCCAULEY

B - Add new well to existing entity (groupor Unit weH) N me lease Prin )
C - Re-assign wen from one existing entity to anotherexistingentity \ $g
D - Re-assign wenfrom one existingentitytoa new entity signature
E - Other (Explain in 'comments' section) RECEIVED2.E CLERK 6/25/2008

w2cooi JUN2 52008
DIMOF01L,GAS&



For 0-5 UNITED STATES FORM APPROVED
(Au 007) DEPARTMENT OF THE INTERIOR OMB NO. 1004-0137

Expires July 31, 2010BUREAU OF LAND MANAGEMENT
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-03505
Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals.
N/A

SUBklIT IN TRIPLICATE - Other instructions on page 2 7. If Unit or CA/Agreement, Name and/or No.
RIVERREND UNIT

1. Type of Well

O oilwen do wen O Other 8. Well Name and No.

2. Name of Operator EDO 13-1) E

3a. Address 3b. Phone No. (include area code) 43-047-37650
382 CR 3100 Aztec, WI 87410 505-333-3100 10 Fieki anci Pani or Pvpioratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) RTURAL BUTTES
531' FSL & 867 ' WL SWSW SEC 17-T10S-R19E SLB&M

l1. County or Parish, State

UWTAH UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

i., cass Fracture Treat Reclamation Wen Integrity
Subsequent Report

Casing Repair New Construction Recomplete X Other SPOD

Final Abandonment Notice Change Plans Plug and Abandon Temporarily Abandon

Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof
If the proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the final site is ready for final inspection.)

XTO Energy Inc. spudded 17" conductor hole 6/23/2008 & drilled to 40'. Set 13-3/8" conductor csg @ 40' &

cemented to surface w/5 yds Redimix cement.

Drilling ahead. . . .

RECENED

JUN3O2008

DN.0F0\L GAS&MINING

14. reeb ce i h he foregoing is true and correct

Signatur

Datee

6/ 5 20

THIS SPACE F FEDERAL OR STATE OFFICE USE

Approved by Title Date

ÕEnditÏons¿ÏapiávÄÍ,Ïfa are kiËacÑed.Approval ofthis notice does not warrant or certify that Office
the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, and Title 43 U.S.C. Section 1212, makes it a crime fo r to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its juris



M>r, ¼04 UNITED STATES FORM APPROVED
OMB NO. 1004-0137(August 2007) DEPARTMENT OF THE INTERIOR
Expires July 31, 2010BUREAU OF LAND MANAGEMENT

5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS U-03505

Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals.

N/A

SUBNIIT IN TRIPLICATE - Other instructions on page 2 7. If Unit or CA/Agreement, Name and/or No.
RIVERBEND UNIT

1. Type of Well
Oil Well Gas Well Other 8. Well Name and No.

RDU 13-17E2. Name of Operator
XTD Enenjy Inc• 9. API Well No.

3a. Address 3b. Phone No. (include area code) 43-047-37650
382 CR 3100 Aztec, 1 I 87410 | 505-333-3100 10. Field and Pool, or Exploratory Area

4. LocationofWell (Footage, Sec., T., R., M., or SurveyDescription) lATUPAL BUffES
531' FSL & 867 ' BWL SWSWSEC 17-T10S-R19E SLB&M

l 1. County or Parish, State

UINTAH Ur
12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Of

Alter Casing Fracture Treat Reclamation Well Integrhy
Subsequent Report

Casing Repair New Construction Recomplete X Other ,7 · 08

Final Abandonment Notice Change Plans Plug and Abandon Temporarily Abandon

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filedonce
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the fmal site is ready for final inspection.)

Attached is XTO Energy's trenthly report for the period of 6/01/2008 thru 6/30/2008.

RECElVED
JULO7 2008

DIVOFOIL,GAS&MINING

14. hereeb ce i hat he foregoing is true and correct

Signatur D

tee

7/ 20

THIS SPACE R FEDERAL OR STATE OFFICE USE
Approved by Title Date

Õ6näitÏëns6ÏappråaÍ,iÏan areÄtilAÑ.Ä oval oÏtÏ&notice does not warrant or certify that Office
the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, and Title 43 U.S.C. Section 1212, makes it a crime for any person knowinglyand willfully to make to any department or agency ofthe United States any false,
fictitious or fraudulent statements or representations as to any matter within its



Well Summary
ENERGY

Start Date End Date Total AFE Amount
6/23/2008

Objective
Drill & Complete a Natural Buttes gas well
Job Category Primary Job Type I Initial Job Type
DRILLING DRILLING ORIGINAL & INITIALCOMPLETION
Daily Operations

$tart Date Summary
6/23/2008 MIRU. Pete Martin Drill 17" Conductor Hole to 40'. Ran 13 3/8" Conductor Pipe Set @40'.

Cement To Surface w/ 5 yds Redimix Cement. DrillAnd Set Rat And Mouse Hole For
Frontier 6. Called Carol Scott w/BLM on 6/23/08 @02:00 p.m. for Spud Conductor Date.
RDMO.

6/26/2008 MIRU BILL MARTIN JR. RIG 6 - ON 6/24/2008 @08:30 PM NOTIFIED CAROL SCOTT
WlBLM- DRILLED 2270' OF 12 1/4" HOLE AND RAN 50 JTS 9 5/8" 36# J-55 SET @2232'
G.L. - CMT WITH BIG-4 ON 6/27/2008 01:30 AM



O
Form 3160-3 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OMB NO. 1004-0137

BUREAU OF LAND MANAGEMENT
Expires July 31, 2010

5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS U-03505

Do not use this form for proposals to dri/I or to re-enter an 6. If Indian, Allottee or Tribe Name
abandoned we/I. Use Form 3160-3 (APD) for such proposals.

N/A

SUBN1/T IN TRIPLICATE - Other instructions on page 2 7. If Unit or CA/Agreement, Name and/or No.

RIVERBEND UNIT
l. Type of Well

Oil Well Gas Well Other 8. Well Name and No.
RDU 13 - 17 E

2. Name of Operator
XTO Energy Inc· 9 API Well No

3a. Address 3b. Phone No. (include area code) 43-047-37650
382 CR 3100 Aztec, 1 I 87410 | 505-333-3100 in Fiel<1anri Poni. or Exploratorv Area

4. Location of Well (Footage, Sec., T, R., M., or Survey Description) NATURAL BU1TES
531' FSL & 867' FWL SWSW SEC 17-T10S-R19E SLB&M

l I. County or Parish, State

UINTAH UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Recimion Wellntegr
Subsequent Report

Casing Repair New Construction Recomplete X Other JULY ' 99

O I inal Abandonment Notice Change Plm Plug and Abandon Temporarily Abandon

O can-inacts.. Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the final site is ready for final inspection.)

Attached is XTD Energy's Inanthly report for the period of 7/01/2008 thru 7/31/2008.

RECENED

AU6i i 2008

DN.0F O\L,GASØ\N\NG

14. I hereby certi that the foregoing is true and correct
Name (Printe pped)

Signatur D

tee

8/ 20

THIS SPACE FOR F DERAL OR STATE OFFICE USE

Approved by Title Date

Conditions of approval, if any, are attached. Approval ofthis notice does not warrant or certify that OfEce
the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, and Title 43 U.S C. Section 1212, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

DOGM



EXECUTIVE SUMMARY REPORT
7/1/2008 - 7/31/2008

Report run on 8/4/2008 at 5:08 PM

Riverbend Unit 13-17E - Natural Buttes, 17, 10S, 19E, Uintah, Utah, ,

Roosevelt, Not Completed
AFE: 716769
Objective: Drill & Complete a Natural Buttes gas well

7/7/2008 MI&RU FRONTIER 6 - RIG 100% ON LOC. & SET IN - NIPPLE UP BOP & PREPAIR TO
PRESS. TEST

============================= Riverbend Unit 13-17E =================== == == ======

7/8/2008 NIPPLE UP & PRESS. TEST BOPS - P/U BHA & D.P. TAG CMT @ 2175' - DRILL CMT.
FLOAT & SHOE TO 2256' - DRILL F/2256' T/2369'

========================== Riverbend Unit 13-17E ========= = === ========

7/9/2008 DRILL F/2369' T/3699'
MUD 9.4/32 - SURVEY @ 2451' 1 1/4 Deg. & 3424' 2 Deg.

============================== Riverbend Unit 13-17E = === ==================

7/10/2008 DRILL F/3699' T/5064'
MUD 9.5/37 - SURVEY @ 4447' 1 3/4 Deg.

========== ==== ============= Riverbend Unit 13-17E = === ======== ==== =

7/11/2008 DRILL F/5064' T/5985'
MUD 9.5/37 - SURVEY @ 5425' 2 1/2 Deg.

= ==== ==== = Riverbend Unit 13-17E = ==== === ==== ==== =====

7/12/2008 DRILL F/5985' T/6795'
MUD 9.8/38 - SURVEY @ 6480' 2 1/2 Deg.

======= ===== ======== == Riverbend Unit 13-17E = ==== ======== ===== ==

7/13/2008 DRILL F/6795' T/7493'
MUD 9.8/38

================ = ========= Riverbend Unit 13-17E = ======== =======

7/14/2008 DRILL F/7493'T/8205'
MUD 9.8/38

= == ==================== = Riverbend Unit 13-17E = = = ======== =========

7/15/2008 DRILL F/8205' T/8735' - CIRC. & COND. - TRIP OUT - RIG UP SCHLUMBERGER
MUD 9.9/38

-= ========= = Riverbend Unit 13-17E ===== ===== ====== ===

7/16/2008 R/U SCHLUMBERGER & RAN PLATFORM EXPRESS LOGGERS T.D.8743' - TRIP IN - CIRC. &

COND. - LAY DOWN D.P. & BHA - RAN 195 JTS. 5 1/2' 17# N-80
, SET @ 8700'

MUD 9.8/38

== ===== ====== ====== Riverbend Unit 13-17E === === =========== ==========

7/17/2008 MAKE UP CSG. HANGER - CIRC. & COND. - CMT WITH HALLIBURTON LEAD 155 SK
HIGHFILL 11.6 PPG 3.25 YIELD 86 BBL TAIL 900 SK LIGHT 13.0 PPG 1.75 YIELD 239
BBL - DROP PLUG & DISP. WITH 200 BBL KCL WATER - PLUG BUMPED FLOATS HELD
DWC: $68,155.00 CWC: $941,745.00

====== = ===== ====== ==== Riverbend Unit 13-17E == === ======= ============

7/22/2008
Cont trenching 200' for inst of 4" .188W X52 FB welded steel gas line. SDFN.

========== ======== ===== === Riverbend Unit 13-17E ======= ====== ======= ===



EXECUTIVE SUMMARY REPORT
7/1/2008 - 7/31/2008

Report run on 8/4/2008 at 5:08 PM

7/23/2008 MIRU Casedhole Solutions WL. RIH w/GR/CCL/CBL logging tls. Tgd @ 8,614'.
Run CBL under 750 psig fr/8,614' - 1,050' FS. Log indic TOC @ 1,250'. POH &

LD logging tls. RU pmp trk. PT csg to 2,500 psig for 30" & 5,000 psig for
10", tstd gd. Rlsd press. POH & RDMO WL. SWI & SDFN. Rpts suspd until
further activity.

= Riverbend Unit 13-17E = ===========================

7/24/2008
Compl trenching 800' of ditch. SDFN

============================= Riverbend Unit 13 17E =========================== =====

7/26/2008 SICP 0 psig. MIRU WLU. RIH w/3-1/8" Csg guns loaded w/Titan EXP-3323-361T,
22.7 gm chrgs. Perf MV stage #1 intv fr/8,286' - 8,288', 8,293' - 8,297',
8,301' - 8,305', 8,308' - 8,310', 8,369' - 8,371', 8,374' - 8,376', 8,379' -

8,381· w/2 JSPF (120 deg phasing, 0.36" EHD, 35.63" pene., 43 holes). POH &
LD perf guns. SWI & SDFWE.

============= ===== Riverbend Unit 13-17E = ======================= ===

7/29/2008 MIRU HES and Casedhole Solutions WLU. Attempt to frac stg #1. N2 equip
unable to preform. Sent equip to Vernal for repairs. SWI & SDFN.
Compl cleaning out 600' of exist ditch. SDFN

============ ======= Riverbend Unit 13-17E ================== = ======

7/29/2008 MIRU HES and Casedhole Solutions WL. Held safety mtg & PT all surface lines
to 7,500 psig, held gd. BD MV stg #1 perfs w/2% KCL wtr & EIR. A. MV perfs
fr/8,286' - 8,381' w/1,150 gals of 7-1/2% NEFE HCL ac & 65 Bio-BS @ 12 bpm
dwn 5-1/2" csg. ISIP 3,675 psig, 5" SIP 3,243, surge balls off perfs & SD
5". Fracd MV stg #1 perfs fr/8,286' - 8,381·, dwn 5-1/2" csg w/45,902 gals
wtr, 61Q N2 foam gelled fld (Delta-R Foam Frac 13), 2% KC1 wtr Carrying

82,000# Premium White 20/40 sd, coated w/Expedite Lite. Max sd conc 3 ppg,
ISIP 4,340 psig, 5" SIP 4,095 psig. Used 1,426,000 msCf of N2, 1,093 BLW,
ATP 5,533 psig ( stg 1 ). RIH & set 10K CBP @ 8,270'. PT plg to 6,000 psig,
gd tst. RIH w/3-1/8" csg guns loaded w/Titan EXP-3323-361T, 22.7 gm chrgs.
Perf MV stage #2 intv fr/8,132' - 8,135', 8,138' - 8,142', 8,146' - 8,148',
8,151' - 8,155', 8,159' - 8,161', 8,204' - 8,206', & 8,209' - 8,211' w/2 JSPF
(120 deg phasing, 0.36" EHD, 35.63" pene., 45 holes). POH & LD perf guns.

BD MV stg #2 perfs w/2% KCL wtr & EIR. A. MV perfs fr/8,132· - 8,211'
w/1,200 gals of 7-1/2% NEFE HCL ac & 68 Bio-BS @ 12 bpm dwn 5-1/2" csg. ISIP
3,064 psig, surge balls off perfs & SD 5". HES Lost the dischg pmp on
blender, unable to finish frac. SWI & SDFN.

Job Contacts



Form 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR gg CO OMB NO. 1004-013700 Expires July 31, 2010

O BUREAU OF LAND MANAGEMENT
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-03505
Do not use this form for proposals to dri/I or to re-enter an 6. If Indian, Allottee or Tribe Name

abandoned we/I. Use Form 3160-3 (APD) for such proposals.
N/A

SUBMIT IN TRIPLICATE - Other instructions on page 2 7. If Unit or CA/Agreement, Name andÃdo.
RIVEREEND UNIT

1. Type of Well

O oliwen Ð o= wen O Other 8. Well Name and No.

2. Name of Operator TEJ 13- 17E

KTO Energy Inc• 9 API WelINn
3a. Address 3b. Phone No. (include area code) 43-047-37§50

382 CR 3100 Aztec, FM 87410 505-333-3100 10 Field 9n<1 Pool or Fvploratory Area
4. Location ofWell (Footage, Sec., T., R., M., or Survey Description) - HTITE S

531' FSL & 867 ' EWL SWSWSEIC 17-T10S-R19E SLBGM
l1. County or Parish, State

UINTAH UT
12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

O sit., c. i., Fracture Treat Reclamation Well Integrity
Subsequent Report

Casing Repair New Construction Recomplete X other1st DELLIVERY

Final Abandonment Notice Change Plans Plug and Abandon Temporarily Abandon

O e-«,.i.>..,s., Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the final site is ready for fmal inspection.)
XTD Energy Inc. first delivexed this well to Questar Gas Management through the Tap 9-·17 CDP an Friday,
August 22,2008 @11:00 a.m. IER of 900 l£FED w/ 9/64" choke.

XTO allocation Meter # RS1299RF
Tap 9-17 CDP Meter # 288004

RECEIVED
AU627 2008

DIV.0FOIL,GAS&MINING
14. reeb censti hat he foregoing is true and correct

M. IEMBRY Title F1IE, CURRis

Signa e Date 8/25/2008
i i

THIS SPACE FO DERAL OR STATE OFFICE USE
Approved by Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify that Office
the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, and Title 43 U.S.C. Section 1212, makes it a crime for any person knowinglyand willfully to make to any department or agency ofthe United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

DOGM



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MININGi 5. LEASEDESIGNATIONANDSERIALNUMBER:
U-03505

SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° RIVERBEN DUN ITdrill hodzontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER RBU 13-17E
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4304737650
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC STATE NM ,,,87410 (505) 333-3100 NATURALBUTTES

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 531' FSL & 867' FWL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWSW 17 10S 19E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CAS1NG FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

2 SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: AUGUST '08
8/31/2008

CONVERTWËLLTYPE RECOMPLETE-DIFFERENTFORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 8/01/2:008 thru 8/31/2008.

WANETT MCCAULEY FILE CLERKNAME(PLREEASEPR ) TDTLEE

9/3/2008

i

(This space for State use only)

RECEIVED

(5/2000) (See instructions on Reverse Side) SEPO8 2008

DN,OFO\L,GAS&



EXECUTIVE SUMMARY REPORT
8/1/2008 - 8/31/2008

Report run on 9/2/2008 at 11:58 AM

Riverbend Unit 13-17E - Natural Buttes, 17, 10S, 19E, Uintah, Utah, ,

Roosenrelt, Flowing
AFE: 716769
Objective: Drill & Complete a Natural Buttes gas well

8/2/2008
Compl stringing, bending & welding out 756' of 4" .188W X52 FB welded steel
gas line. Compl 30-4" & 4-3" welds. Compl trenching 800' for the 4" .188W X52
FB welded steel gas line. Compl x-ray of 16-4" & 4-3" welds. Compl pre fab
for 3" mtr run tie in. SDFN.

===== ==== ========= Riverbend Unit 13-17E ========= =======

8/4/2008
Compl stringing out 680', bending & welding out 320' of 4" .188W X52 FB
welded steel gas line. Compl lowering in, padding & backfilling 400' of 4"
.188W X52 FB welded steel gas line. Compl cleaning up 400' of ROW. Compl inst
16-4" shrink sleeves. Compl 12-4" & 2-3" welds. Compl x-ray of 12-4" welds.
Compl tie in of 4" .188W X52 FB welded steel gas line into 3" mtr run. SDFN.

================- === Riverbend Unit 13-17E === === ============= ==

8/5/2008
Compl stringing out, bending & welding an add'l 6001 of 4" .188W X52 FB
welded steel gas line. Compl inst 20-4" shrink sleeves. Compl lowering in
720' of 4" .188W X52 FB welded steel gas line. Compl 19-4" welds. Compl x-ray
of 4-4" welds. SDFN.

============= = === ========== Riverbend Unit 13-17E ========= -- = ======== = ===

8/6/2008
Compl stringing out and add'l 3641, bending & welding an add'l 724' of 4"
.188W X52 FB welded steel gas line. Compl lowering in, padding & backfilling
an add'l 1,1001 of 4" .188W X52 FB welded steel gas line. Compl cleaning up
900' of ROW. Compl inst 25-4" shrink sleeves. Compl 24-4" welds. Compl x-ray

of 6-4" welds. SDFN.

====== ============= = = Riverbend Unit 13-17E ====- ==== ======- === ====

8/8/2008 SICP 0 psig. MIRU Temples WS #2. ND frac vlv, NU BOP. PU & TIH w/4-3/4"

rock tooth bit, safety sub , BRS, 2-3/8" SN & 167 jts 2-3/8", J-55, 4.7#,
EUE, Brd tbg. EOT @ 5,510'. RU pwr swivel. SWI & SDFN. 3,054 BLWTR.
CW/UB/MV Prefs fr/5,986' - 8,381'.
Cont padding & backfilling 500' of ditch. Cont cleaning 700' of ROW. Compl
tie in of 4" .188W X42/52 FB gas line into 3" mtr run. Compl 8-4" welds.
Compl x-raying 12-4" welds. SDFWE.



EXECUTIVE SUMMARY REPORT
8/1/2008 - 8/31/2008

Report run on 9/2/2008 at 11:58 AM

=== === = == -============ Riverbend Unit 13-17E = == ======== ======

8/11/2008 SITP 0 psig, SICP 0 psig Cont to TIH w/4-3/4" rock tooth bit, SS, BRS, SN, &
2-3/8" tbg. DO 5-1/2" CBP's @ 5,510', 6,500' (CO 20' sd abv plg), 7,000' (CO
20' sd abv plg), 8,270' (CO 50' sd abv plg). TIH to PBTD @ 8,503' ( Did not
tg ). Circ well cln, LD 7 jts of tbg, Ld 251 jts 2-3/8", 4.7#, J-55, Brd tbg
on hgr w/EOT @ 8,286', & SN 8,2841. RU swb tls. RIH w/ XTO's 1.90" tbg
broach to SN @ 8,284' (no ti spts). POH & LD broach. ND BOP. NU WH. Ppd
off bit & 1/2 of BRS @ 2,200 psig. RU swb tls. BFL 500' FS. S. O BO, 6 BLW,
2 runs, 1 hrs, KO well, FFL O' FS. FTP 1,000 psig, SICP 1,5000 psig. Fld
smpls C1n wtr. RD swb tls. Ttl fl pmpd 240 bb1s, Ttl fl rec 420 bb1s.
BLWTR 2,874 bb1s. Turn well over to F bk crew. RDMO rig and equip.

-== =============== == Riverbend Unit 13-17E === ===== == = = =

8/11/2008 SITP 1000 psig. SICP 1500 psig. OWU on 24/64" ck. F. O BO, 65 BLW, 2 hrs,
24/64" ck, FTP 950 psig. SICP 1400 psig. Rets of gas, wtr & lt sd.. 2809
BLWTR.
Compl padding & backfilling 500' of ditch. Cont cleaning and add'l 300' of
ROW. SDWO PT sched for week of 08/25/08.

== === = === Riverbend Unit 13-17E =================================

8/12/2008 FTP 1500 psig. SICP 2000 psig F. O BO, 352 BLW, 20 hrs, 24,12 & 18/64" ck.
Rets of gas & wtr. 2457 BLWTR. SWI for 4 hrs to hook up prod equip.

======================= Riverbend Unit 13-17E = = ==== = = === = ===

8/12/2008
Cont cleaning up ROW. SDWO PT sched for 08/13/08.

============================= Riverbend Unit 13-17E ============= = = =

8/13/2008 FTP 1550 psig. SICP 1700 psig F. O Bo, 181 BLW, 24 hrs, 18/64" ck. Rets of
gas & wtr. 2276 BLWTR.

============================= Riverbend Unit 13-17E = = == = ==== === === === ===

8/14/2008 FTP 1500 psig. SICP 1575 psig F. 0 Bo, 95 BLW, 24 hrs, 18/64" ck. Rets of
gas & wtr. 2181 BLWTR.

== == === = ===== Riverbend Unit 13-17E =================================

8/14/2008
Compl PT on 4" X52 FB steel gas line for 8 hrs @ 930 psi. PT good.

=== = ============== Riverbend Unit: 13-17E = = ===== == ===========

8/15/2008 FTP 1425 psig. SICP 1550 psig F. O BO, 40 BLW, 16 hrs, 18/64" ck. Rets of
gas & wtr. Tst gas @ WH. Gas tstd 5% N2. SWI & WO prod equip. 2141
BLWTR.



STATE OF UTAH FORM 9
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5, LEASEDESIGNATIONANDSERIALNUMBER:
U-03505

SUNDRY NOTICESAND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CAAGREEMENT NAME:
Do not use this form for proposals to drillnewwells, significantly deepen existingwells below current bottom-hole depth, reenterplugged wells, or t° RIVER BEND UN ITdrill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE ÖF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER RBU 13-17E

2.NAMEOFOPERATOR: 9.APINUMBER:

XTOENERGY INC. 4304737650
3. ADDRESS OF ÓPERATOR: PHONE NUMBER: 10. FIELDAND PÖÖL, OR WILDCAT:

382 CR 3100 AZTEC STATE NM z 87410 (505) 333-3100 NATURALBUTTES
4. LOCATION OF WELL

FOOTAGES AT SURFACE: COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERlDIAN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATF CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplibate) ALTER CASING FRACTURE TREAT SIDETRACK TOREPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTI0N TEMPÖRARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

2 SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMAT10NOF WELL SITE OTHER: SEPTEMBER '08
9/30/2008

CONVERTWELLTYPE RECOMPLETE-DIFFERENTF0RMATION MONTHLYREPORT

12. DESCRIBE PRÒPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTOEnergy has nothing to report on this well for the period of 9/01/2008 thru 9/30/2008.

WANETT MCCAULEY FILE CLERK
NAME(PLEEASEP INT) TDTLEE

10/3/2008

(This space for State use only) HECElVED
OCTO8 2003

(5/2000) (See Instructions on Reverse Side)
DE OFOIL,GAS&



STATE OF UTAH FORM 9
DEPARTMENTOFNATURALRESOURCES

DIVISlONOF OIL, GAS AND MINING 5. LEASEDESIGNATIÓNANDSERIALNUMBER:

U-03505
6. IF INDIAN,ALLÓTTEEOR TR1BENAMF:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottorn-hole depth, reenter plugged wells, or t° RIVERBEND UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE ÓF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER RBU 13-17E

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4304737650
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR W1LDCAT:

382 CR 3100 AZTEC .. STATE NM zaç87410 (505) 333-3100 NATURAL BUTTES
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 531' FSL &867 FWL COUNTY: UINTAH

QTR/QTR, SECT10N, TÓWNSHIP, RANGE, MERIDIAN: SWSW 17 10s 19E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

AC1DIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISP0SAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMM1NGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: OCTOBER 08
10/31/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLYREPORT

12 DESCRIBE PROPOSED OR COMPLETED OPFRATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report for the period of 10/01/2008 thru 10/31/2008.

RECEIVED
NOV1O2008

DMOFOIL,GAS&MINING

NAME(PLE SEP INT) JENNIFER M. HEMBRY .. TlTLE FILE CLERK

SIGNATUR .

. DATE 11/5/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse



UNITED STATES . 1AForm 3160-4
FORM APPROVEDy( t 2007) DEPARTMENT OF THE INTERIOR OMB NO. 1004-0137

BUREAU OF LAND MANAGEMENT Expires July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease Serial No.
U-03505

la. Type of Well Oil Well Gas Wel Dry Other 6.Ifindian, Allotee or Tribe Name
b. Type of Completion: New Well Work Over Deepen Plug Back Diff.Resvr,.

7. Unit or CA Agreement Name and No.Other
RIVERBEND UNIT2. Name of Operator

8. Lease Name and Well No.
RBU #13-17E3. Address 3a. Phone No. (include area code) 9.API WellNo.382 CR 3100 Aztec, NM 87410 43-047-376504. Location of Well (Report location clearly and in accordance with F er EØËŸED I0.Field and Pool, or ExploratoryAt surface 531' FSL & 867 ' FWL NATORAL BUITES/WSTCH MV

.

& I l.Sec., T., R., M., or Block and
Survey or AreaAt top prod. interval reported below
SEC 17M-T10SIR19E 6MS

At total depth N OFOIL,GAS&MINING
unty or Parish 13.State

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, RKB, RT, GL)*
D & A Ready to Prod.

6/23/08 7/14/08 8/22/08 4965')8. Total Depth: M.D gy43i 19. Plug Back T.D.: MD 8503, 20. Depth Bridge I'lug Set: MD
TVD TVD TVD

21. Type Electric & Other MechanicalLogs Run (Submit copy ofeach) 22. Was well cored? No Yes (Subnn analysis)
Was DST run No Yes (Submit report

GR/CCL/CBL 9 Directional Survey? No Yes (Submit copy)23. Casing and Liner Ricor$ (Report all stringsiet in we l)

Hole Size Size/Grade Wt.(#it) Top (MD) Bottom (MD) StageD menter Npoof SCken Si r Vol. Cement Top* Amount Pulled
17" 13-3/8" 48#/H40 0 401 125 REDI O

12-1/4" 9-5/8" 36#/J55 0 2256' 525 V 0
7-7/8" 5-1/2" 17#/NSO 0 8700' 1055 HIFILL 1250'

24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)2-3/8" 8286'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated laterval Size No. Holes Perf. Status
A) WSTŒ-MV 5986' 8381' 0.36" 140
B)
C)
D)

27. Acid, Fracture, Treatment, Cement Squeeze, Etc.
Depth Interval Amount and Type of Material

5986' - 8381' A. w/4,150 gals of 7-1/2% NEFE HCl acid. Frac'd w/128,276 gals wtr, 61Q-70Q N2
foam gelled fld (Delta-R Foam Frac 13) , 2% KCl wtr carrying 259, 600# Premium
White 20/40 sd, coated w/Expedite Lite.

!8. Production - Interval A
Date First Test Hours Test Oil Gas Water Oil Gravity Gas . Production MethodProduced Date Tested Production BBL MCF BBL Corr. API Gravity

, . 4 -8/21/08 8/12/08 . 24 ) 0 2925 181 , 2 TimÌNG
Choke Tbg. Press. Csg. 24 Oil Gas Water Gas: Oil Well StatusSize Flwg. . Press. Hr. BBL MCF BBL Ratio

2/7" 31 1550 1700 3 0 . 2925 181 PRODÛCING
28a.Production-Interval B
Date First Test Hours Test Oil Gas Water oilGravity Gas Production MethodProduced Date Tested Production BBL MCF BBL Corr. AP1 Gravity

Choke Tbg. Press. Csg. 24 Oil Gas Water Gas: Oil Well StatusSize FIwg. Press. Hr. BBL . MCF BBL Ratio
SI

seeinstructions and spaces for additional data on page 2) DOGM GU



8b.Production - Interval C
Date First Test Hours Test Oil Gas Water Oil Gas Production Method
Produced Date Tested Production BBL MCF BBL Gravity Gravity

Corr. API
Choke Tbg. Press. Csg. 24 Oil Gas Water Gas: Oil Well Status
Size Flwg. Press. Hr. BBL MCF BBL Ratio

Si

28c. Production-Interval D
Date First Test Hours Test Oil Gas Water Oil Gas Production Method
Produced Date Tested Production BBL MCF BBL Gravity Gravity

Corr. API
Choke Tbg. Press. Csg. 24 Oil Gas Water Gas: Oil Well Status
Size FIwg. Press. Hr. BBL MCF BBL Ratio

SI

29. Disposition of Gas (Sold,usedforfuel,vented, etc.)
TO BE SOLD

30. Summaryof Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervalsand all dril1-stemtests,
includingdepth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas.Depth

GREEN RIVER 998

MAHOGENYBERCH 1814

WASATCHTONGUE 3977

UI'ELAND LIMESTONE 4348

WASATCB 4511

CHAPITA WELLS 5351
UI'ELAND BUITE 6T78

MESAVERDE 7583

32. Additional remarks (include pluggingprocedure):

33. Indicate which items have bee attached by placinga check in the appropriate boxes:

Electrical/Mechanical Logs (1 fullset req'd) Geologic Report DST Report Direedonal Survey
Sundry Notice for plugging and cement verification Core Analysis Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined ûom all available records (see attached instructions)*

Name(pleaseprint) IDRRI D. BINGHAM __ Title REGULATORY COMPLIANCE TECH

Signature Date 11/20/08

litle 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the Unitedstatesany false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Continuedon page 3) (Form 31604, page



Fovm3160-5

(August, 1999) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERlOR OMB No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: November 30, 2000
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-03505

Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals. N/A

SUBMIT ERIPLICATE - Other Instructions on reverse side ^ 7. If Unit or CA/Agreement, Name and/or No.

i Type of wen 891016035-A

il Well Gas Well ther 8. Well Name and No.

2. Name of Operator River Bend Unit 13-17E
9. API Well No.

XTO Energy, Inc.
3a Address 3b Phone No. (include area code) 43-047-37650

978 North Crescent Road, Roosevelt, UT. 84066 435-722-4521 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)
531' FSL 867' FWL SW/SW See 17, 10S, 19E Natural Buttes

11. County or Parish, State

Uintah County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Acidize Deepen Production (Start/Resume) WaterShut-OH

AlteringCasing FractureTreat Reclamation Vellintegrity

Subsequent Report CasingRepair NewConstruction Recomplete Other

ChangePlans PlugandAbandon TemporarilgAbandon Interm Reclaimation

O Final Abandonment Notice Convertto Inlection PlugBack VaterDisposal

13 Describe Procosed or Comoleted Ooeration (clearly state allpertinent details. includina estimated starting date of any oroposed wodt and approximate duration thereof.
Ifthe proposal is to deenen directionally or recomplete horizontallv. aive subsurface locations and measured and true vertical deaths of all certinent markers and zones.
Attach the Bond under whichthe work wi!Ibe performed or orovide the Bond No. on file with BLMIBIA. Reauired subseauent recorts shall be filed within 30 days
foMowing comoletionofthe involved overations if the operation results in a multiolecomoletionor recompletion in a new interval. a Form 31604 shall be filed once
testina has been completed. Final Abandonment Notices shall be filed only after all reguirements, includina reclamation. have been comoleted and the operator has
determined that the site is ready for final insDection.)

Reserve pit reclaimed & reseeded on 10/21/2008 RECEIVED
MAR04 2009

DIVOFOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct
IName (PrintedTyped)

Heather Butterfield Title Regulatory Compliance Technician

Signature Date 5/6
TÍHS'ŠP OR FEÒERAL OR STATEOFFICE USE

Approved by Title Date

Conditions of accroval, if anv. are attached. Acoroval of this notice does not warrant or
certifvthat the acolicant holds legal or eauitable title to those rights in the subiect lease Office
which would entitle the acolicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, makes it a crime for any person knowingly and willfullyto make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



API Well No: 43047376500000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-03505 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 RIVER BEND 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 RBU 13-17E 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43047376500000

3. ADDRESS OF OPERATOR:  
 382 Road 3100 , Aztec, NM, 87410 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0531 FSL 0867 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 17 Township: 10.0S Range: 19.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

9/25/2009

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. has put this well on a plunger lift: MIRU SLU. PU & RIH w
1.625" blind box tls. Tag fill @ 8583'. POH & LD tls. PU & RIH w/ 1.908" tbg

broach to SN. Found SN @ 8284'. No ti spots. POH & LD tls. PU & RIH w/ new
Ferguson BHBS w/ ck vlv. POH & LD tls. Dropd plngr. RDMO SLU. Lease

Operator set computer up to run on plngr lift mode. RWTP on plngr lift mode
@ 4:00 p.m. 9/25/09. Final rpt. 

NAME (PLEASE PRINT)  
 Barbara Nicol

TITLE
 Regulatory Clerk

SIGNATURE
 N/A

DATE
 10/5/2009

PHONE NUMBER:
505 333-3159  Ext 

PWOPL

 

PHONE NUMBER
505 333-3642

October 05, 2009

October 06, 2009

iPI Well No: 43047376500000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING E0A3s5EO5DESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. RIVER BEND

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well RBU 13-17E

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43047376500000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3159 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0531 FSL 0867 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SWSW Section: 17 Township: 10.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/25/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLR OD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: PWOPL

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. has put this well on a plunger lift: MIRU SLU. PU & RIH w
1.625" blind box tls. Tag fill @ 8583'. POH & LD tls. PU & RIH w/ 1.908" tbgAccepted by the

broach to SN. Found SN @ 8284'. No ti spots. POH & LD tls. PU & RIH w/ nedtah Division of
Ferguson BHBS w/ ck vlv. POH & LD tls. Dropd plngr. RDMO SLU. LeaseOil, Gas and Mining

Operator set computer up4to0run on9plnLrft moade.pRWTP on plngr lifPOR REÇggggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Clerk

SIGNATURE DATE
N/A 10/5/2009

RECEIVED October 05,
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